INTRODUCTION

This support document supplements Chapter 61 Water Quality Standards (567) (effective November 11,

2009). Thetwo mgor subjects discussed are the Wasteload Allocations (WLAS) and the modeling theory.
lowa Department of Natural Resources does WLAs for facilities that discharge treated wastewater into
waterways in order to assure that the permitted effluent limits meet gpplicable state Water Quality Standards.
The caculation of aWLA isdivided into three steps. Step one uses hand caculations, step two uses the
DNR's Modified lowa Modd, and step three uses the Vermont QUAL-I1 Modd.

There are two mathematical modeling theories or computer programs that are used by the Department.
DNR’'s Modified lowaModd can be used as a quick screening tool to eiminate the advanced wastewater
treastment requirements for permitted discharges on potentidly weater quality limited stream segments. Staff will
develop find WLASs for dischargers on WQ-based stream reaches using the Vermont QUAL-11 Model. The
Vermont verson of QUAL-II meets dl the requirements of an gppropriate modd for the State of lowa since it
includes excellent dgd kinetics, preferential uptake of anmonia, and the sSmulation of al inorganic and organic
forms of nitrogen and phosphorus.

This document is posted on the lowa Department of Natura Resources Environmenta Services Divison

webgte in the Water Quaity Bureau section.

WASTELOAD ALLOCATIONS

Wasteload dlocations are determined for wastewater treatment facilities or other permitted discharges that
discharge into waterways in order to assure that applicable state Water Quality Standards are met within the
watershed basin. Wasteload dlocation andyses are performed for monthly conditions using the projected 20
year Average Dry Weether (ADW) and Average Wet Weather (AWW) wastewater discharge flows entering

areceiving stream which is a the desgn low stream flow or protected flow regime. The acute, chronic, and



human hedlth wasteload dlocation ca culations will use the applicable design low flow noted in the following
Table.

Table V-1 Design Low Stream Flow Regime
Type of Numerical Criteria | Design Low Flow Regime
Aquatic Life Protection
(TOXICS)
Acute 1Q10

Chronic 7Q

10

Aquatic Life Protection
(AMMONIA —N)
Acute 1Q,

Chronic C-’>OQ10

Human Health Protection & MCL

Non-carcinogenic 30Q5
Carcinogenic Harmonic mean
Bacteria
E. coli | 7Qu
CBOD | 7Qu

1Q; means 1-day, 10-year low flow,
7Q,0 means 7-day, 10-year low flow,
30Qs means 30-day, 5-year low flow,
30Q;, means 30-day, 10-year low flow,
Harmonic Mean is calculated by dividing the number of daily flows
in the database by the sum of the reciprocals of those daily flows.
CBOD = Carbonaceous Biochemical Oxygen Demand.

Care must be taken in selecting the design discharge flow, which would be expected to be entering the
receiving stream during the design low stream flow or protected flow conditions. Most WLA caculations will
usethe ADW or AWW design flows. Design flows are obtained from facility plans, engineering reports, or
constructed permits. IDNR staff should approve the design flows used for wasteload alocation calculations.

Wastdload alocation andysis will be performed on the receiving streams designated as Class A, B, and/or C

with exiging or proposed wastewater discharges and on the tributaries classified as generd use that receive



wadtewater discharges. This andysis will incorporate accurate consideration of field conditions for each type

of stream. The specific assumptions and consderations that are part of the andysis are discussed below.

Assumptions
In order to determine wasteload alocations for discharges within the state, specific assumptions are required.

Identification of the mgjor items required to evaluate and determine wasteload dlocations are identified in the
fallowing lit.

1. Determination of design low stream flows is required for each stream segment modeled. The calculation
of low flows on ungaged stream reaches are based on data from Plate 3 and 4 of the USGS publication,
“Annual and Seasond Low-FHow Characterigtics of lowa Streams,” March 1979. Low flow at gaged

stream locations is obtained from the USGS Open-File Report “Statistical Summaries of Selected lowa
Streamflow Data’.

For some waterways, a Protected Flow (P.F.) has been established that replaces the satistical based low
flows found in the USGS publications. Protected flows can be found in the document titled Protected

Flows for Selected Stream Segments, February 1, 1996. The Protected Flows will be used in lieu of the
natura flows noted in Table 1V-1 unless the gatigtica naturd flow islarger (higher). For example, asmdl

designated stream may have a 7Qyo = 0.2 cfs, 1Q;0 = 0.15 cfs, 30Qy0 = 0.3 cfs, 30Qs = 0.6 cfsand a
P.F. =0.5cfs. The 0.5 cfs protected flow would be substituted for the 1Qio, the 7Q10, and the 30 Qy,
and the 30Qs would be equd to 0.6 cfs.

2. Themgor objective of the hand ca culations and the moddling activities is to assure that owa Water
Qudlity Standards are met with the permitted and future effluent discharge flows. Modding activities
determine an alowable wasteload dlocation by varying the dlocation for a discharger (or dischargers) until
the water quality model demondrates that the instream oxygen concentrations would be maintained above
the dissolved oxygen criterion vaues. In addition, the modeling will determine instream ammonia nitrogen
concentrations below the water quadlity criterialevelsin the designated stream segments &t the critical
stream flow conditions as shown in Table IV-1, or at the protected low flow. Hand calculations directly
st the wastdload dlocation through a dilutiona or mass baance relaionship.



3. Onehundred percent of the stream’ s low flow is used to assmilate the nonconservative pollutant
Carbonaceous Biochemica Oxygen Demand (CBOD) in the wastewater discharge. The stream flow
contained in the defined mixing zone is used to assmilate the conservative and toxic pollutants such as
ammonia nitrogen (NHsz-N), TRC, metds, cyanide, and toxics. Specific water qudity-based CBODs and
NHz-N permit limits will be noted as long as the calculated vaues are more stringent than those assumed
for norma domestic standard secondary treatment facilities (see paragraph 7 below). For those stream
reaches with a protected flow, the greater (larger) flow vaue (natural or protected flow) will be used.
Continuoudy discharging sources of wastewater are included in the modeling procedure (i.e. continous
discharge lagoon, activated dudge, non-contact cooling water). Most waste stabilization ponds treating
typica domestic wastewater and having 180 day controlled discharge capabilities are normally assumed
not to be discharging at low stream flow conditions.

The wasteload alocation resulting from the hand calculation or modeling caculations will be the basis for
edtablishing both the maximum and the average loading and concentration which a facility could discharge.

4. Ultimate carbonaceous CBOD is assumed to be 1.5 times the CBODs. Thisratio may be
changed if Ste specific dataindicates a different value would exist for a particular trestment process or
waste characterigtic.

5. Average stream temperature and pH are assumed to be approximated by the following table
unlessimpacted by athermd type discharge. Table 1V-2 represents monthly average vaues from ambient
monitoring data contained in the EPA STORET data system.



TablelV-2
Statewide pH and Temperature Vaues

Month pH Temp°C
January 7.8 0.6
February 7.7 12
March 7.9 4.3
April 8.1 11.7
May 8.1 16.6
June 8.1 21.4
July 8.1 24.8
August 8.2 23.8
September 8.0 22.2
October 8.0 12.3
November 8.1 6.0
December 8.0 16

6. Inorder that the reaeration rate congtant be applicable to winter time ice conditions, the
amount of ice cover on the stream is estimated. It is assumed that the effective amount of aeration should
be inversely proportional to the percentage of ice cover. The winter reaeration rate constant for each
stream reach is then determined by multiplying the temperature corrected rate constant by the adjusted
fraction of open water in the reach. Experimental data was used to find the adjusted fraction of the open
water in the reach. 1ce cover estimates are based upon general climatologica conditions for the basin and
percent ice cov er 9
100 P

upon field observations. Open water fraction (ICE) is equivaent to 1- 8%.95'
e

Example
Winter: 100% ice cover results in open water fraction of 0.05

Summer: 0% ice cover resultsin open water fraction of 1.0

7. Sincelimited datais available to describe each individua wastewater treatment facility's effluent dissolved

oxygen concentrations, the following values were assumed for each class of wastewater dischargers:

Wastewater Treatment Summer Winter
Type DO (mg/l) DO (mgll)
Secondary Treatment 3.0 4.0




Advance Treatment 5.0 6.0
Aerated Effluents 6-8 6-8
Industria Plant Each Discharge Handled Individualy or Varies

8. From anaysds of available effluent data it has been assumed that awell operated and maintained
secondary treatment plant treating normal domestic wastewater should be able to achieve 10-15 mg/l of
NHs-N in July and August and 15-20 mg/l of NHs-N from September through June. Specid
condderation will be given when monitoring data from a wastewater trestment facility is grester than these

leves.

9. Bed practicable or available technology effluent limitations described by EPA guiddines are used for
indugtrial dischargers when they are available and sufficient. Otherwise, the actud dlowable wastel oad
required to meet stream standards is determined and identified as the wasteload dlocation for that
discharger. For municipa and industrid discharges with toxic parameters on streams classified as only
generd use, the alowable wasteload will be based on data contained in the U.S. EPA 304(a) criteria
documents. These criteria documents will be used to determine in stream toxic criteriafor generd use

streams.

10. The background water quality of the streams being modeled was assumed to have
saturated dissolved oxygen concentrations, an ultimate CBOD concentration of 6.0 mg/l, and an NHz;-N
concentration of 0.0 mg/l (July and August) and 0.5 mg/l (September through June).

11. Thewater quality of the groundwater contribution was assumed to have a CBODs of
4 mg/l and an NH;-N concentration of 0.0 mg/l (July and August) and 0.5 mg/l
(September through June).



12. Mixing of wastewater and tributary flows with the main body of water is Ste specific and it is based on
the alowed percentages noted in Chapter 61, WQS. Mixing is hot assumed to be complete and

instantaneous.

13. Uniform laterd and longitudind dispersion (plug flow) is assumed for the stream condtituents as they

move downstream.

Wasteload Allocation Procedures

The wasteload alocation procedure section is divided into two subsections, conventiona pollutants and toxics.
Thisdivison is necessary because the Water Quality Standards (Chapter 61) require different instream criteria
to be met at different locationsin the receiving stream.

A. Conventional Pollutants. The caculation of awasteoad dlocation for conventiona pollutants will
consder the instream dissolved oxygen impacts of carbonaceous biochemica oxygen demand (CBOD),
ammonia nitrogen (NHs-N), and any other oxygen demanding materids. The wasteload dlocation for NH;-N
and other oxygen demanding materidsis aso addressed in the Toxics section, as these pollutants are dso
defined astoxics. It should be noted that this section of the wasteload allocation procedures does not
consider other types of conventiona pollutants, such as suspended solids, oil, and grease, because these

pollutants are assumed to have little oxygen demand.

The wastdload dlocation of the oxygen demanding pollutants are determined directly from the results of water

quality modeds which account for the fates of the pollutants as they move down the receiving stream.

The two water quality models used to determine wasteload dlocations are QUAL-11 and Modified lowa.
They require additiona dataon agd kinetics and are limited to short stream reaches. Dueto alack of dgd
kinetic rate congtants on many stream reaches, the extensive number of designated stream reachesin lowa,
and other factors, a sequencing/screening approach is being used to arrive a thefind WLA. The sequencing
of caculating aWLA isdivided into three different steps. Step one uses hand cdculations, step two uses the
Modified lowamode, and step three uses the QUAL-11 modd. Any WLA, new or recaculated, for any



continuous discharging trestment facility is determined by following the sequence. Requests for aWLA will be
handled as soon as possible. However, if aback log beginsto occur, al requests will first be hand calculated
(if necessary). This should address at least 50% of al requests. The remaining requests will be modeled with
Modified lowaand by the QUAL-II modd if required.

1. Hand Cdculations

The use of hand calculationsisintended to provide a quick method to determine if a CBOD discharge of
gandard secondary or BPT/BAT® from the trestment facility is causing awater quality violation. This step
could be skipped if the treatment facility is known to be causing awater qudity violation, or if it isfdt that the
facility obvioudy requires advanced treatment. This caculation, as with the use of the water quality models,
will be performed using the design low stream flow (7Qx) or protected flow, the trestment facilities design dry
and wet wesather flow (if applicable), the gppropriate standard secondary CBODs, and assumed ammonia
levels. With the various dternative treatment limits alowed in the definition of standard secondary, the specific
permitted CBOD:s levels for the selected (or expected) type of trestment must be used in the hand
cdculations. This hand calculation approach uses a consarvative assmilation rate of CBOD:s (20 Ibs/d/cfs)
which has been derived from past modeling results.

a. Available Stream Capacity
Staff will caculate the available stream capacity for CBODs below the discharger in question by the following
relationships. CBOD, isthe stream capacity (or loading) carbonaceous BODs in pounds per day.

For CBODs
(Qu + Q) 20 Ibs/d/cfs = CBOD, ()

where:
Q. = Critica stream flow, cfs
Qq = Dry weather design discharge flow, cfs
CBOD, = Stream capacity carbonaceous BODs, |bs/day

! BPT = Best Practical Treatment are EPA derived minimum treatment levels that are required for both municipal
and industrial wastewater treatment facilities. BAT = Best Available Treatment are EPA derived levelsfor industry.
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b. Treatment Facility Loading
Theloading from the treatment facility at its specific Sandard secondary leve is given by the following
equation.

For BODs
(CBOD:s) (8.34)(Qq) = CBOD: )
where;

CBODs = Technology or standard secondary CBODs, mg/1
Qq = Dry wesgther discharge flow, mgd

CBOD, = Carbonaceous BOD:s in the effluent, |bs/day

8.34 = Conversion factor

c. Stream Cgpacity vs. Effluent Loading

If the stream CBODs capacity (CBOD, ) above islarger than the technology or standard secondary CBODs
(CBOD,), the stream is termed effluent limited for CBOD and no additional modeling isrequired. The effluent
limitation for CBOD:s will bethe level set for standard secondary or the technology level.

If according to the above comparison the stream is not effluent limited, the stream should be modeled using the
Modified lowamodd. However, unusua factors or stream conditions might warrant undertaking the next
cdculaion sep even if the stream is effluent limited. These unusud conditions might include: severd
dischargers within close proximity, discharge of large dgd concentrations, discharge of evated anmonia
nitrogen levels, and loadings to the stream at or near stream capacity.

2. Use of Modified lowa Mode
When it isfound that a treatment facility cannot discharge at a standard levd, the staff will set up and run the

Modified lowamode described in greater detall below. For most dischargers, the previous modd runs of
1976-1982 can be used asthe bassinput data. Minor modifications in data formatting are required to
incorporate the new algd relaionships. The Modified lowa program will only be used on the siream reach
below the discharge, not the entire river basin.



For each discharger, amonthly or seasond (spring/fal, summer and winter) run normaly will be made using
the same dry and wet wegather design flow as used in the hand calculations above. These monthly or multi-
seasonad runs are necessary because of the monthly or potential seasonad ammonia nitrogen wasteload
alocations developed in the Toxics sections. If the seasonal run was performed, the month that has the most
sringent conditions should be used to represent the specific season It is necessary to calculate the toxics
based WLA for ammonia nitrogen for use in the modding of conventiond pollutants. In many instances, the
protection of the ammonia acute and chronic criteriawill be more redrictive than the oxygen demand exerted

by the ammonia

Cdlibrated rate constants and literature values found in Table 1V-3 (page 71) will be used for the modified
model. Detailed caibrations will be carried out only for the QUAL-11 modd. The purpose of the modified
mode is to be a quick modding exercise with minimum gaff time. Raterative modd runswill be made varying
effluent CBODs from standard secondary and varying NHs-N to more stringent levels until model responses
shows that dissolved oxygen water quality Sandards are met in the designated reach.

If the modeling demongtrates that standard secondary treatment will meet the water quality standards, then that
leve will be the effluent limit for the trestment facility. If the modeling shows that advanced treatment is
required, the stream reach will be modeled using the QUAL-I1 program to determine the final wasteload
dlocations.

3. Use of the QUAL-Il1 Mode

When it isfound that a treatment facility cannot discharge at a sandard secondary leve as evauated by the
above two caculations, then gaff will set up and run the QUAL-11 model described above. Aswith the
Modified lowamode, QUAL-II will be run only on the stream reach below the discharger. It iswithin this
short reach that the steady state assumptions used in the modd are vdid.

Setting up the stream run under QUAL-I1 format requires additiond staff effort. However, some of the
physica stream data found in the Modified lowa modd's stream run will be used with the QUAL-I1 stream
run. Whenever possible, caibrated rate constants will be used. These cdlibrated values can come from data
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obtained from intensve stream surveys on the receiving stream, from cdibration data on Smilar streams, or
from literature vaues shown in Table IV-4 (pages 83-84). The same dry and wet weether design flow and
background ammonia nitrogen values will be used, as above.

For each discharger, April through June (Spring), September through October (Fall), July and August
(Summer), and November through March (Winter) modd runs normally will be meade varying the effluent
CBODs (and NHs-N if necessary) if the model response shows that dissolved oxygen water quaity standards
are met in the designated reach. The find wasteload dlocation will be the combination of CBODs and NHs-
N which just meet the standards.

Specific NHz-N limitations will be noted in the wasteload up to the standard secondary range mentioned
above (15 mg/l summer and 20 mg/l winter and spring/fal). Thiswill indicate the available stream capacity for
NHz-N and dlow for careful design of nitrification facilities. CBOD:s limitations will be noted as carbonaceous
or inhibited values except for certain indudtrid facilities for which BPT/BAT limits are expressed asBODs. An
attempt will be made to establish a CBODs to BODs rdaionship for each indusiry for use only in modeing of
the stream'’s assmilative capacity.

B. Toxic Parameters. The wasteload dlocation (WLA) for toxic parameters will not require the use of the
two above mentioned models. However, it is necessary to determine the characterigtics of the regulatory
Mixing Zone (MZ) and Zone of Initid Dilution (ZID). The regulatory MZ will be determined the default vaues
noted in Chapter 61, WQS, from data supplied by the applicants, or from use of the MZ mode noted in

Appendix B, Mixing Zone Studies. Department staff will use the default values or practiced use Stream
characterigtics obtained from file information unless the gpplicant provides additiona data that demonstrates
that the characteristics of the outfal or the discharge location do not match the assumptions used in the
development of thismodd. Other models will be used where appropriate or as they become available.

The Appendix presents the basic field data requirements of aMZ study to be provided by an applicant for
recalculaion of thelocal MZ. The purpose of the recalculation isto more closay approximate the local MZ
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using site specific datainstead of statewide data. Contact should be made with the Department's Water
Resources Section prior to beginning any field study.

The cdculations of toxic WLASs involves the incorporation of the ‘regulatory’ MZ and ZID for each
wastewater treatment facility, the design effluent flow rates, and the applicable acute and chronic water qudity
criteria. The determination of the MZ and ZID are presented in a separate section (pages 51-53). This
Toxics section uses these defined zones and the corresponding flow in establishing the WLAS for toxics.

Cdculations:

As noted in Subrule 61.2(4) of the Water Qudity Standards, the chronic criteriamust be met at the boundary
of the MZ and the acute criteria must be met a the boundary of the ZID. A smple mass baance of pollutants
will be used to meet these boundary conditions.

Cbe +C0Qo = CS(Qb + QO) (3)

where:
C, = Background concentration, pg/l
Qp = Stream flow inthe MZ or ZID, cfs
o = Effluent flow, cfs
Cs = Applicable water quaity standard, pg/l
Co=WLA concentration, pg/l

This equation is solved four timesfor C,: one time each for ADW acute, ADW chronic, AWW acute, and
AWW chronic. The results are wasteload dlocations for the protection of the acute criteria and wastel oad
alocations for the protection of the chronic criteria. These wasteload alocation values are then carried
forward to the Permit Derivation Procedure section (pages 55-56).



C. Ammonia Nitrogen: Specid congderaion must be given to the caculations of wasteload alocation for
ammonianitrogen. First, water quality standards list the ammonia criteriaas a function of pH and/or
temperature because of the influence these parameters have on the toxic form of ammonia (unionized).
Therefore, it is necessary to establish the applicable 'average instream pH and temperature values of the
designated stream segment receiving the effluent before the acute and chronic ammonia criteria can be
selected. After the adoption of the 2000

new ammonia criteria, the ammonia criteriawill be caculated monthly based on pH and/or temperature vaues.

Asaresult, the ammonia WLAs will aso be monthly instead of seasond.

Second, the Mixing Zone (MZ) flow and the Zone of Initid Dilution (ZID) flow are afunction of the dilution
ratio of the receiving sream to the effluent. Thisdilution ratio is defined in Chapter 60 of the department rules
for aspecific discharger astheratio of the critical stream flow to the effluent design flow. Asshownin Table
IV-1 for anmonia, the chronic and acute wasteload alocations are ca culated based on different design low
dream flows, i.e. 30Q;o stream flow for chronic WLA'’s and 1Q;o stream flow for acute WLA'’s. Thedilution
ratios for anmonia are calculated using 30Qyo or 1Q;0 stream flow and the effluent discharge flow as
discussed below.

1. Dilution Ratios
The flow used in the wastel oad dlocation caculations for the MZ and ZID vary with the type of dilution ratio.
The discharger will be separated into one of three types based on the river and discharge flows:
a Type 1. Theratio of stream flow to discharge flow isless than or equal to 2:1 -
MZ is 100% of the 30Qq0 ZID is5% of the 1Qy
b. Type 2: Theratio of stream flow to discharge flow islessthan or equd to 5:1 and
greater than 2:1 —
MZ is 50% of the 30Qy0 ZID is5% of the 1Qy
C. Type3: Theratio of stream flow to discharge flow is greater than 5:1 —
MZ is 25% of the 30Q1o ZID is 2.5% of the 1Qy

13



2. Mixing Zone Boundary pH and Temperatures

For al three types of MZ ratios noted above, the pH and temperature values used to caculate the water
quality standards for the boundary of the mixing zone are defaulted to the statewide background vaues (for
satewide values, see Table IV-2) unlesslocal vaues or regiond vaues are provided by the discharger.

a.  Local Values: If the applicant desresthat locd vaues be used, they must supply aminimum of 2 years
of pH and temperature readings and sample at least once aweek. Preferably, the readings will be
obtained during the low flow conditions will be typica of 24-hour conditions. Monitoring values may be
obtained ether from upstream of the outfal and the discharge or from the approximate location of the
downstream limits of the ZID and the MZ.

b. Regional Values. If afacility, a areasonable distance upstream of the applicant, has
supplied background readings of pH and temperature that the department believes can be used as
background, these readings will be used instead of the Statewide averages. Normdly readings a the
end of an upstream facility MZ will not be used as background for the facility unless these readings are
from close proximity to the gpplicant’s outfal.

3. Zoneof Initid Dilution: Boundary pH and Temperatures

The acute water quality criteriafor anmoniawill be based upon one of the following methods:

a  For Type 1 facilities, the acute water quality criteriafor ammoniawill be calculated based
on the effluent pH and temperature values.

b.  For Type 2 and 3 facilities, the acute water quality criteriafor anmoniawill be based on a
pH caculated using the following equation.

ZID pH = —LOG{0.5* [10ekaround pH) 1. (y(cischarge pHy) (4)
TEMPERATURE = (Fg * Tg) + (Fpo * Tp) 5
Fs+ Fp

where:

Fs = Background How in ZID, cfs
T = Background Temperature, °C
Fp = Discharge Flow, cfs
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Tp = Discharge Temperature, °C

4. Cdculation of the Wasteload Allocation
CoQb + CoQo = CQp + Qo) (6)
where:
C, = Background concentration, mg/l
Qp = Stream flow inthe MZ or ZID, cfs
Qo = Effluent flow, cfs
Cs = Applicable water quality standard, mg/l
Co = WLA concentration, mg/l

Thisequation is solved for C,, resulting in wasteload dlocations for the protection of both the acute and
chronic criteria. These wasteload dlocation vaues are then carried forward to the Permit Derivation

Procedure section (pages 55-56).

5. Visble Dye Sudies

Where vishble dye studies have been done, the ammonia WLA caculations will use the percentage of stream
flow in the MZ study asthe MZ percentage a the critica design flow. If an andyticd Fluorometer dye study is
performed, the study results projected to the 30Q;o flow regime will be used to caculate the MZ flow. This
MZ flow will be that value associated with diluting the effluent concentration to the maximum dye concentration
a the MZ boundary. Thisisthe required stream flow necessary to assure that the water quality standards are
not exceeded at any location across the MZ boundary.

6. Fnd Ammonia Nitrogen WLA

Once the above input vaues are determined, the mass balance cdculations, the ammonia decay relationship,
or the alga uptake equation can be used to arrive at the applicable ammonia nitrogen (NHz-N) WLAs. The
ammoniadecay and algal uptake equations used in the modified lowa Mode or QUAL-1I modd will account
for the limited loss of ammoniain ageneral use reach. These equations will be used when aWLA indicates an
ammonia limit more stringent than secondary trestment. It isimportant to point out that even though the
ammonia WLAs are ca culated monthly, the QUALII mode will only be run seasondly. These seasons are:
Summer (July through August), Winter (November through March), and Spring/Fall (April through

June/September through October). The WLA calculations will assure that the acute criterion is met by using
15



the dlowed stream flow of the ZID, and thet the chronic criterion is met by using the dilution of the flow
contained in the MZ.

D. Total Resdual Chlorine: Totd Resdud Chlorine (TRC) effluent limitswill be caculated for any
wastewater trestment facility discharging TRC into or impacting one of the four Class B

waters and general uses. The gpplicable stream standard criteria are listed in Subrule 61.2(5) of the Water
Quality Standards.

Calculations

Two types of caculations are avalable for determining effluent limits: hand calculations, noted above for
toxics, and first order decay of TRC. The lowa Department of Natural Resources (IDNR) has a spreadsheet
available on Microsoft Excedl to solve for the TRC decay equation when it is gpplicable. The TRC decay
equation is only used to caculate TRC decay in the generd usereach. Background flow, defined as the sum
of al upstream flows and any incrementa flows aong the modeled reach, can be added at one of the three
reach entries on the Microsoft Excel spreadsheet. The incrementd flows should be included & the
gppropriate distance below the discharge. Most caculations will use the mass balance hand ca culations for
Toxic Parameters (pages 12-13) described previoudy.

It isimportant to point out the mgor change regarding TRC WLAS. In addition to the TRC decay
caculaions for the genera reach, a TRC loss of 300 pg/l is assumed in the Zone of Initid Dilution (ZID) and
the Mixing Zone (MZ) of designated streams.

Two sats of example caculations will be shown for TRC: one for agenera use water receiving an upstream
wastewater trestment plant discharge with a zero background flow, and one for a discharger to agenerd use

water on which a background or upstream flow exists.

TRC Calculations with Zer o Background Flow

Two steps are used in the caculation of a TRC Wastdload Allocation (WLA) for agenerd use water
recelving an upsiream wastewater trestment plant discharge with a zero background flow. Thefirst stepis

needed only if the discharge is directly into a designated stream. Both the mass bal ance equation (including
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300 pg/l TRC loss) and the TRC decay equation are used in these Situations. The 7Qy0 and 1Qy flowswill
be used in the following examples. The caculation of a TRC WLA will use the gpplicable design low flow.

Firgt, the WLA hronic and WLA e VA Ues are cd culated using the modified TRC mass baance equation in the
designated portion of the receiving stream. Second, the more stringent WLA sute or chronic VAU isused in the
TRC decay equation to cdculate the dlowable WLA just downstream of the outfdl in the generd reach. The
overdl stuation for thistype of WLA is shown in the TRC Decay with Zero Background Flow Diagram
Examples (Diagrams 1, 2, and 3).
Firg Step:
The following modified TRC mass balance equation is used for solving for C,.

CoQp + CoQo = Co(Qp + Qo) + 300 Co (7)

where:

Cy, = Background TRC concentration in Class B stream, pg/l
Qp = Stream flow in the mixing zone, zone of initid dilution, or generd
class stream, cfs
» = Effluent flow, cfs
Cs = The water quality standard concentration in the mixing zone or zone
of initid dilution, pg/l
Co = WLA TRC concentration, pg/l

Additiond information about modified TRC mass baance eguation:

C, and Q, are background levels

C, and Q, are discharge levels

C, isthe water quaity standards (chronic or acute)
Example of modified TRC Mass Bdance Equation:

The modified TRC mass ba ance equations are ca culated for the Mixing Zone (MZ) and Zone of Initid

Dilution (ZID) to find the chronic wasteload alocation and the acute wasteload dlocation.
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WLA hronic Calculation Example (using the M2):
(This calculation must be done for both ADW and AWW flows.)

where:

using 7Q;0 =20 cfs, 1Q; = 10cfs
G, =0.0 pg/l

Q, =Y4{7Qy) =20/4 =5 cfs

Q, =10 mgd (15.47cfs)

C; =20 pg/l chronic criterion

GQp + CQ, = C(Qy + Q) +300 G,
(0.0)5 + C,(15.47) = 20(5 + 15.47) + 300(15.47)
0+ C,(15.47) = 20(20.47) + 300(15.47)
C, =20(2047) + 300
1547
C, = 326.46 = 326.5 pg/l WLA ¢onic

WLA ¢ronic Diagram for Shoreline Discharge:

Diagram 1 illugtrates a shoreline discharge to a designated stream.  The following diagram illugtrates the above

Diagram 1.

Clazs BOWRAD Water

B

10 =20 cfs
13210 =10 cfs

Cs (20 ughh)

WX

Qb (5 cfs]%

Qo (1547 ofs=
Co (326.5uzl)

Wastewater Treatment Facihity

KEY:

7Qip =20 cfs
1Q0 =10cfs
C, = Background TRC concentration, ug/I|
Qp = Stream flow in MZ, cfs
Q, = Effluent flow, cfs
C, = Water quality standard concentration
in
the M7 1/l
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WLA e Calculation Example (using the ZID):

(This calculation must be done for both ADW and AWW flows.)

where:

using 1Q,,=10cfs

G, =0.0 pg/l

Q, = 1/40(1Q,0) = 10/40=0.25cfs
L, = 10 mgd (15.47 cfs)

C; =35 g/l acute

CoQy + CoQo = C(Qy + Q) +300 G,
(0.0)0.25 + Cy(15.47) = 35(0.25 + 15.47) + 300(15.47)
0+ C,(15.47) = 35(15.72) + 300(15.47)
C, = 35(15.72) + 300
1547
C, = 3355 g/l WLA e

WLA scute Diagram for Shoreline Discharge:

Diagram 2 illudtrates a shordline discharge to a designated stream.  The following diagram illudtrates the above

WLA aue Caculation Example.
Diagram 2:

Class BOWAAT Water

_

1310 = 10 cfs e (00l

W10 =20 ofs

Qo (1547 573 |

Co (335 5ugT)
- Wastewrater Treatment Facihity

Iio

ML

KEY:

1Q,0=10cfs

7Qi0 =20 cfs

C, = Background TRC concentration, ug/l

Qp = Stream flow in ZID, cfs

Q, = Effluent flow, cfs

Cs = Water quality standard concentration in
the ZID, ug/l

C. = WLA acute. ua/l
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Second Step:

The decay modd uses a standard first order expression in which the time of travel in the stream reach is
incorporated into the caculations. The mode expression noted in the EPA's "Technical Guidance Manual
for Performing Wastel oad Allocations; Book 2, Chapter 3, Toxic Substances' June 1984, Appendix D, is
used for TRC decay. The TRC decay equation is used when there is a discharge to a generd use water
(having zero flow). The decay equation will project the amount of TRC loss aong the generd usereach. The
resulting WLA is more relaxed than the WLA cdculated in the mass baance equation for the direct discharge
to the designated reach. The following TRC decay equation is used, solving for C.

Ca = Coe™ (8)
where:

Cq4 = TRC upstream discharge concentration at timet, pg/l
Co, = WLA TRC concentration, pg/l

k = Decay rate constant, day

t = Timeof travel in modded reach, day

The more gringent of the WLA e or chronic from the first step is used in the second step.  For these examples,
the more stringent of the WLA e or chronic ISthe WLA ronic VAlue of 326.5 pg/l. This vaue will be used for C,
in the TRC decay with zero background flow example.

TRC Decay with Zero Background Flow Example:

where:

Co =WLA chronic = 326.5 H9/|
k = 20day™
t = 0.204 day (1760 ft. upstream at 0.1 ft./sec.)
t =d/v =1760/0.1 = 17,600 sec.
17,600 sec./86,400 (sec. in aday) = 0.204 day

Cy=Coe®

- 326.58(20)(0'204)
= 326.5(59.145)
C,y=19,311 g/l

20
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TRC Decay Diagram with Zero Background Flow:
Diagram 3 illustrates TRC decay aong a general use stream into a Class B(WW) Water.

Diagram 3;

Cha (0.0 =fs)
astevrater Treatment Facihity

Cd (19,311 ugl

Greneral TTae Strearn

Co (3265 ug)
e

Clazs BOWW) Water

/—\%

KEY:

Q. = Background or upstream flow, cfs
Cy4 = TRC upstream discharge concentration
at
timet, ug/l
C, = WLA TRC concentration, ug/I
k = Derav rate constant 20 dav

TRC Calculations with Background Flow

Three steps are used to caculate the WLA for a discharger to agenerd use stream on which a background
(or upstream) flow exigts. Both the modified TRC Mass Bdance and the TRC decay equations are used in
this Stuation. Firgt, the WLA chronic and WLA e VAUes are cd culated using the modified TRC Mass Baance
equation for the designated portion of the receiving stream. Second, the WLA ronic and acute fFOr ADW flow and
the WLA chronic and acute FOr AWW flow are used in the TRC decay equation to caculate the allowable WLA
just downstream of the outfdl in the generd reach. Findly, the actua WLAS for the outfdl are caculated using
the modified TRC mass baance equation and the upstream flow and concentration. The overal Stuation for
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thistype of WLA is shown in the TRC Decay with Background Flow Diagram Examples (Diagrams 4,5,6,
and 7).

First Step:
The modified TRC mass baance equation in designated water:
CuQp + CoQo = C(Qp + Qo) + 300 C, 9)

WLA ¢ronic Calculation with Background Flow Example (using the M2):

(This calculation must be done for both ADW and AWW flows.)
where:

using 7Q,,=20cfs

G, =0.0ug/l

Q, =%47Qq) =20/4=5cfs

Qo = S(QD + Qu)
Qp = Discharge flow = 10 mgd (15.47 cfs)
Q. = Background or upstream flow (1 cfs)
Q,=S(1547+1)
Q,=1647cfs

C;=20 g/l chronic

CoQy + CoQo = CQy + Q,) +300Q,
(0.0)5 + C,(16.47) = 20(5 + 16.47) + 300 (16.47)
0+ C,(16.47) = 20(21.47) + 300 (16.47)

G, =20(21.47) + 300
16.47
C, = 326.07 pg/l WLA ¢hronic

WLA hronic Diagram with Background Flow:
Diagram 4 illugtrates a discharge to a genera use stream that dischargesinto a designated stream on which a

background (or upstream) flow exigs. The following diagram illustrates the previous WLA ¢ronic Caculation
with Background Flow Example.
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Diagram 4:

Y T —

W10 =20 cfs
1010 =10 ofs

Claszs BUWIAD Water

Cs (20
b (5 cfsj% 2 (20 ugll
(o (16,87 o) =1 = NI

Co (326.07 uzil)

General Use Stream

Wastewater Treatment Facility

il cfs)

KEY:

7Q10=20cfs

1Q;0 =10cfs

C, = Background TRC concentration, ug/|

Qp = Stream flow in MZ, cfs

Q, = Sum of discharge flow and background flow,
cfs

C, = Water quality standard concentration in the
MZ,

nn/l

WLA .cute Calculation with Background Flow Example (using the ZID):

(This calculation must be done for both ADW and AWW flows.)

where:

using 1Q,,=10cfs
G, =0.0 ug/l
Q, = 2/40(1Q,0) = 10/40=0.25cfs
Qo=S(Q +Qu)
Qp = Discharge flow = 10mgd (15.47 cfs)
, = Background or upstream flow (1 cfs)
Q,=S(1547+1)
, = 16.47 cfs
C; =35 g/l acute

GQp + CoQo = C(Qy + Qo) +300Q,
(0.0)0.25 +C,(16.47) = 35(0.25 + 16.47) + 300 Q,
0+ Cy(16.47) = 35(16.72) + 300 Q,
C, = 35(16.72) + 300
1647
C, = 3355 ug/l WLA e
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WLA scute Diagram with Background Flow:
Diagram 5 illugtrates a discharger to a genera use stream that discharges into a designated stream on which a
background (or upstream) flow exists. The following diagram illustrates the previous WLA e Cculation

with Background Flow Example.
Diagram 5:
Ch (0.0 ugl) Clazs BOWOAD Wat
7010 = 20 ofs s B( e
1010 =10 cfs

b (0.5cf5) .

Do (1647 ofs)
Co (3355
ol vef) Ceneral Use Stream

- Wastewrater Treatment Facility

il efs)

KEY:

7Q0 =20 cfs

1Q,0=10cfs

C, = Background TRC concentration, ug/|

Q, = Stream flow in ZID, cfs

Q, = Sum of discharge flow and background flow,
cfs

C; = Water quality standard concentration in the
ZID,

Second Step:

The WLA chonic or acute TOr ADW flow and WLA ronic or acute FOr AWW flow from the above step are used in the
TRC decay equation. For this example, the more stringent of the

WLA chronic or acute ISthe WLA chronic VAue of 326.07 pg/l. The TRC decay over time“t” is used to caculae the
upstream concentration (C,). The following TRC decay equation for an upsiream generd waterway with
background flow is used for solving for Cyp,.
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Cap = Coe™ (10)
where:
Cab = TRC upstream discharge concentration at timet,
Mg/l congdering background flow (just below outfal)
Co = WLA TRC upstream concentration, pg/l
k = Decay rate constant, day ™
t = Time of travel in modeled reach, day

TRC Decay for Upstream General Waterway with Background Flow Example:

where:

Co =WLA chronic = 326.07 ugll
k=20day™
t = 0.204 day

Cup = Coe™®
= 32607672
= 326.07(59.145)

Ca» = 19,285 pg/l
TRC Decay Diagram with Background Flow:

Diagram 6 illustrates TRC decay dong a generd use stream that discharges into a Class B(WW) water with a
background flow.
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Diagram 6:

il efs)
astewrater Treatment Facility

Cdb (159,285 ug)

General Use Stream

Co (326.07 uzll)

Class BOWWA Water

W

KEY:

Q. = Background or upstream flow, cfs
Cap = TRC upstream discharge concentration
at
timet, ug/l (just below outfall)
C, = WLA TRC concentration, ug/|

-1

le = Narav rata ranatant 20 dav
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Third Step:

The discharge flow, upstream TRC concentration, upsiream flow in the genera reach, and the calculated Cyp,
from above will be used in the basic mass baance equation to cdculate the amount of TRC for the outfdl. In
the mass balance equation the effluent concentration (WLA) is noted as C,.

CuQu + CqQqu = Cyn(Qu + Qq) (11)
where:

C, = Background TRC concentration in Generd Use stream, pg/l

Q. = Background or upstream flow in the generd reach, cfs

Qq = Effluent flow, cfs

Cab = Discharge TRC concentration, pug/l considering background flow
Cq4 = TRC discharge (outfal) concentration at time“t”, pg/l

TRC Mass Balance Equation at Outfall Location Calculation Example:

where:

C,=0.0 g/l
Q,=1cfs
Qs = 10 mgd (15.47cfs)

Cap = 19,285 pgy/

CQu + CyQu = Cyn(Qu + Qu)
(0.0)1 + C4(15.47) = 19,285(1 + 15.47)
0+ Cy(15.47) = 19,285(16.47)
C;=19.285(16.47)
1547
C;3 =20,500 pg/l (20.5 mg/l) TRC discharge (outfall)
concentration at time ‘t”
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TRC Mass Balance Equation Diagram at Outfall Location:
Diagram 7 illugtrates the amount of TRC WLA for the outfdl. The following diagram illustrates the previous
meass balance equation.

Diagram 7:

il efs)
Zd (20,500 ugil)
-l

Wastewrater Treatment Facihity

A1

Cdb (19,285 ug/l) 04 (15.47 ofs)

e,

Qo (1647 ofs)

Co (326 .07 ugil)

T (0.0 ugT) Clazs E,('i.;'i.i VW Water

W

KEY:

., = Background or upstream flow, cfs

Cy = TRC discharge (outfall) concentration at timet, ug/I

Qq = Effluent flow, cfs

Cyp = Discharge TRC concentration, ug/l considering
background flow

Q, = Sum of discharge flow and background or upstream

flow, cfs
C.. = Rackaroiind TRC. concentration in Class R stream
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E. Bacteria: Escherichia coli (E. coli) will be the indicator for bacteria. E. coli effluent limits

will be caculated for any wastewater trestment facility discharging directly into or impacting a Class A water.
“Waters which are designated Class“A1”, “A2’, or “A3” in subrule 61.3(5) are to be protected for primary
contact, secondary contact, and children’s recreational uses’ (Chapter 61.3(3)a). For Wasteload Allocations
(WLAS) cdculated for dischargers to waters designated one of the Class A uses, both the geometric mean
and the sample maximum criteria are to be met at the end-of-pipe. The water quality-based effluent limits are
established by using both the geometric mean and the sample maximum criteria as the end-of pipe wasteload
dlocation (WLA). Refer to the Bacteria Criteria Table for the geometric mean and the sample maximum,
which are set asthe WLA. The geometric mean WLA becomes the average water quality-based effluent limit
and the sample maximum becomes the maximum weater quality-based effluent limit.

When there is a discharge to anon-Class A water which enters one of the designated Class A waters then E.
coli decay takes place. An E. coli decay equation is used for the geometric mean and the sample maximum
to project the amount of E. coli loss dong the non-Class A stream reach. With or without background flow
the geometric mean based bacteria WLA becomes the average water quality-based effluent limit and
correspondingly the sample maximum becomes the maximum water quaity-based effluent limit.

“The Escherichia coli (E. coli) content shal not exceed the levels noted in the Bacteria Criteria Table when
the Class“A1", “A2", or “A3” uses can reasonably be expected to occur” (Chapter 61.3(3)a(1)).

“The Escherichia coali (E. coli) content of water which enters a sinkhole or losing stream segment, regardless
of the waterbody’ s designated use, shall not exceed a Geometric Mean vaue of 126 organisms/100 ml or a
sample maximum vaue of 235 organisms/100 ml. No new wastewater dischargeswill be alowed on
watercourses which directly or indirectly enter snkholes or losng stream segments’ (Chapter 61.3(2)h). The

Bacteria Criteria Table is as follows:

Bacteria Criteria Table (organisms/100 ml of water)

Use Geometric Mean Sample Maximum
ClassAl

3/15-11/15 126 235

11/16 -3/14 Does not apply Does not apply
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ClassA2 (Only)
3/15-11/15 630 2880
11/16 -3/14 Does not apply Does not apply
Class A2 and B(CW) or HQ
Year Round 630 2880
Class A3
3/15-11/15 126 235
11/16 -3/14 Does not apply Does not apply

Class A1 — Primary Contact Recreational Use, Class A2 - Secondary Contact Recreational Use, Class A3 — Children’s Recreational Use

When awater body is designated for more than one of the recreationa uses, the most stringent criteriafor the
appropriate season shdl apply.

Background L evels

To assure compliance with Chapter 61.3(3)a(1), all calculations will incorporate background E.coli levels
associated with non-runoff periods. Available STORET datawill be used to determine the background levels
(the 50™ percentile value of dl non-runoff influenced data points at the sampling site) For some streams there
may not be enough data to provide vaid numbers. In these cases, datafrom a amilar stream having smilar
upstream pollution sources may be used.

Calculations

Wadtdload dlocations (WLAS) are cdculated to determine effluent limits by hand caculations and first order
decay of E. coli. The lowa Department of Natural Resources (IDNR) has a spreadsheet available on
Microsoft Exced to solve for the maximum discharge concentration when E.coli decay is applicable.
Background flow, defined as the sum of al upstiream flows and any incrementa flows adong the modded
reach, can be added at one of the three reach entries on the Microsoft Excel spreadsheet. The incremental
flows should be included at the appropriate distance below the discharge.

Discharge directly to any of the Class A Waters

Effluent limits are found by using both the geometric mean and the sample maximum criteria as the end- of-pipe
wadteload dlocation (WLA). Refer to the Bacteria Criteria Table for the geometric mean and the sample
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maximum, which are st asthe WLA. The geometric mean WLA becomes the average water quality-based
effluent limit and the sample maximum becomes the maximum water quality-based effluent limit.

Diagram for Shoreline Discharge Directly into a Class A1 Water :

Diagram 8 illudrates a shordline discharge directly to a Class A1 Water. The following diagram illudtrates the
geometric mean WLA and the sample maximum WLA are the average and maximum water quality-based
effluent limits

Diagram 8:

_—

Clazsz A1 Water

Qo (1547 ofs) —=
Co (128 org /100 ml) - GM
Co (235 orgf100 ml) - SM Wastewater Treatment Facility

KEY:

Q, = Effluent flow, cfs
C, = Water Quality Standard, # org./100 ml —
Geometric

E. coli Decay:
TheE. coli decay equation is used when there isa discharge to anon-Class A weter (having zero flow). The
decay equation will project the amount of E. coli lossdong the non-Class A stream reach. The decay model
uses atraditiona relationship in which time of travd in the non-Class A designated stream reach is
incorporated into the calculations. The modd formulated in the EPA publication * Rates, Constants and
Kinetics Formulation in Surface Water Quality Modeling” (Second Edition), June 1985, is used for E.
coli decay. Theresulting WLA is more relaxed than the WLA calculated in the direct discharge to the
desgnated reach. Thefollowing E. coli equation is used when thereis zero background flow in the non-Class
A water, solving for Cg.
Ca = C,e™ (12)
where:

Cq = E. coli discharge concentration,
K74



#0rg./100 ml — Geometric Mean (GM)
and Sample Maximum (SM)

Co = Water Quality Standard, # org./100 ml — Geometric
Mean (GM) and Sample Maximum (SM)

k = Decay rate constant, day ™

t =Time of travel in modeled reach, day

TheE. cali criteriavaue from the water quality standard in the designated segment must be used in the above
equation.

E. coli Decay with Zero Background Flow Example:

where:

C, =126 org./200 ml = Geometric Mean WLA
C, = 235 0rg./100 ml = Sample maximum WLA
k=5.28 day
t = 0.204 day (1760 ft. upstream at 0.1 ft./sec.
t=d/v = 1760/0.1 = 17,600 sec.
17,600 sec./86,400 (sec. in aday) = 0.204 day

Decay for the Geometric Mean:
Cy= Coe(kl)

— 126e(5.23)(o.204)
= 126(2.936)
Cy =370 0rg./200 ml — GM

Decay for the Sample Maximum:
Cy= Coe(kl)

- 235e(5.28)(0.204)

= 235(2.936)

Cy =690 org/100 ml - SM

E. coli Decay Diagram with Zero Background Flow:
Diagram 9 illugrates E. coli decay along anon-Class A stream into a Class A1 water. The decay WLA (370
org./100 ml) calculated for the geometric mean becomes the average water quality-based effluent limit and the



decay WLA (690 org./100 ml) caculated for the sample maximum becomes the maximum water quality-
basad effluent limit.
Diagram 9:

Cra (0.0 o)

Wastewrater Treatment Facility
Cd (370 orgS100 ml) - GM

Cd (650 org. /100 ml) - SM

Mon-Class & Stream
1 (0204 day)

Co (126 org 100 ml) - GM
LT (235 orz.f100 ml) - S

Class A1 Water
-\_\_\—h‘—h\_\_‘_\u—_'—\_\_

Key:

Q, = Background or upstream flow, cfs
Cy = E. coli discharge concentration,
# org./100 ml — Geometric Mean (GM)
and Sample Maximum (SM)
C, = Water Quality Standard, # org./100 ml —
Geometric
Mean (GM) and Sample Maximum (SM)
k = Decav rate constant. 5.28 dav ~*

E. coli Calculationswith Backaground Flow

Three steps are used to caculate the E. coli WLA'’sfor adischarger to anon-Class A stream on which a
background (or upstream) flow exists. Both the Water Qudity Standard (refer to Bacteria Criteria Table) and
the E. coli decay equations are used in this Situation. The first isto determine the designation of the water,
ether desgnated Class A1, A2, or A3. Second, the WLA vaueisused in the E. coli decay eguation to
cdculate the alowable WLA just downstream of the outfal in the nonClass A reach. Findly, the actua

WLA for the outfal is caculated using the mass bal ance equation and the upstream flow and concentration.
The overdl Stuation for thistype of WLA isshown in the E. coli with Background Flow Diagram Examples
(Diagrams 10, 11, and 12).



First Step:
The first step is to determine the designation of the water, either designated Class A1, A2, or A3. The
geometric mean and the sample maximum are set asthe WLA to be met a the mouth of the unnamed creek.

E. coli Diagram with Background Flow to a Class A1 Water:
Diagram 10 illugtrates a shordine discharge to anon-Class A stream on which a background
(or upstream) flow exigs. In thisexamplethe WLA'sare C, = 126 org./100 ml = geometric mean and C, =

235 0rg./200 ml = sample maximum.



Diagram 10:

—_—
_\\‘_\-\-\_\-‘—‘_\-\_

Class A1 Water

Co (126 org.f100 ml) - GMf‘]
Co (235 org 100 ml) - SM

Wastewrater Treatment Famlity
=

Qd (1547 ofs)

il efs)

KEY:

Q. = Background or upstream flow, cfs

Qq = Discharge flow, cfs

C, = Water Quality Standard, # org./100 ml —
Geometric

Second Step:

The WLA vdue from the above step is used in the E. coli decay equation. The E. coli decay over time‘t’ is
used to caculate the upstream concentration (C,). Thefollowing E. coli decay equation for an upstream
generd waterway with background flow is used for solving for Cyp.

Cap = C,e™ (13)
where:

Cuab = E. coli concentration &t timet, # org./100 mi
(just below outfal) — Geometric Mean (GM)
and Sample Maximum (SM)
C, = E. cali Water Quality Standard, # org./100 ml — Geometric Mean
(GM) and Sample Maximum (SM)
k = Decay rate constant, day
t = Time of travel in modeled reach, day



E. coli Decay for Upstream Non-Class A Stream with Background Flow Example, Solving for Cyy:

where:

C, =126 0rg./200 ml = Geometric Mean WLA
C, =235 0rg./200 ml = Sample Maximum WLA
k =5.28 day

t=0.204 day

Decay for the Geometric Mean:
Cap = o

— 126e(5.28)(0.204)

= 126(2.936)

Cyp =370 0rg./100 ml - GM

Decay for the Sample Maximum
Cap = o

- 23%(5.28)(0.204)
= 235(2.936)
Cyp =690 0rg./100 ml — SM
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E. coli Decay Diagram with Background Flow:
Diagram 11 illustrates E. coli decay adong anon-Class A stream into a Class A1 water with a background
flow.

Diagram 11:

] Qal cfs)

Whstemrter Treatmerit Facility

Kﬁ Cdb (370 crz. /100 rl) - GM
Cab (690 orz. /100 ral) - S

Non-Class & Stream
t(0.204 day)

Co (126 org. /100 ml] - GM
L"Ca (235 org /100 ml) - 5M

Class A1 Water

-

KEY:

Q, = Background or upstream flow, cfs

Cyp = E. coli concentration at time t, # org./100 ml
(just below outfall) — Geometric Mean (GM)
and Sample Maximum (SM)

C, = Water Quality Standard, # org./100 ml — Geometric
Mean (GM) and Sample Maximum (SM)

k = Decay rate constant, 5.28 day ~

Third Step:

The discharge flow, upstream E. coli concentration, upstream flow, and the calculated Cqy, from above will be
used in the mass baance equation to calculate the amount of E. coli for the outfdl. In the following mass

ba ance equation, the effluent concentration (WLA) is hoted as Cy.



CuQu + C4Qqd = Can(Qu + Qo)

where:

C. = Background E. coli concentration, # org./100 ml

Qu = Background or upstream flow, cfs
Qq = Effluent flow, cfs
Cab = E. coli concentration a timet, # org./100 ml (just below outfal) —

Geometric Mean (GM) and Sample Maximum (SM)
Cq = E. cali discharge concentration, # org./100 ml — Geometric

Mean (GM) and Sample Maximum (SM)

Mass Balance Equation for E. coli at Outfall Location Calculation Example:

where:

The Geometric Mean:
C,=750rg./100 ml
Q.=1cfs

Qq=10mgd (15.47)

Cyp =370 0rg./100 ml - GM

CQu + CyQu = Cyn(Qu + Qo)

(75)1 + C4(15.47) =370(1 + 15.47)

75 + C4(15.47) = 370(16.47)

Cy(15.47) =6094—-75

Cy=6019
1547

Cy =389 0rg./100 ml E.coli discharge
concentration - GM

The Sample Maximum:
C,=750rg./100 ml
Q.=1cfs

Qq = 10 mgd (15.47 cfs)
Cyb =690 0rg./100 ml - SM

CQu + CyQu = Cyp(Qu + Qo)

(75)1 + Cy(15.47) =690(1 + 15.47)

75 + C4(15.47) = 690(16.47)

Cy(15.47) =11364-75

Gy = 11289
1547

Cy =730 0rg./200 ml E.coli discharge
concentration - SM

39
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E. coli Mass Balance Equation Diagram of Outfall Location:

Diagram 12 illugtrates the amount of E. coli for the outfadl. The following diagram illustrates the previous mass

baance equation. The geometric mean WLA (Cq4 = 389 0rg./100 ml) becomes the average water quality-
based effluent limit and the Sample maximum WLA
(Cq4 =730 0rg./100 ml) becomes the maximum water quaity-based effluent limit. These water qudity-based

effluent limits are determined by following the previous three steps (pages 35-40).

Diagram 12:

Cdb (370 org /100 ml) - GM_~T
Cdb (690 org. 100 ml) - Sp

il ofs)

Cd (389 org. /100 ml) - GM
Cd (730 orz. /100 ml) - SM
L

Wastewrater Treatment Famlity

Qd (1547 ofF)

e

Qo (16.47 ofs)

Co (126 oxzf100 ml) - GM
%cn (235 org. /100 mml) - SM

Class 41 Water

W

KEY:

Q. = Background or upstream flow, cfs

Cy = E. coli discharge concentration, # org./100 ml -

Geometric
Mean (GM) and Sample Maximum (SM)

Qq = Effluent flow, cfs

Cqp = E. cali concentration at timet, # org./100 ml
(just below outfall) - Geometric Mean (GM)
and Sample Maximum (SM)

Q, = Sum of discharge flow and background or upstream
flow, cfs




1. F. Cation and Anion Guiddine Valuesfor Livestock Watering: The protection of the defined uses
requires gpplication of the ion guiddines as ‘end- of-pipe’ limitsin generd waters. In designated waters,
the guiddine vaues would be met at the boundary of the mixing zone.

Recommended Water Qudity Guidelines

for
Protecting Defined Uses
Recommended Guiddines
lons Valuest
(mgl)
Cddum 1000
Chloride 1500
Magnesum 800
Sodium 800
Sulfae 2000
Nitrate+Nitrite-N 100

* Based on the guidelines for livestock watering.
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G. General Criteriafor Streams. Thewater quaity standards specifically mention seven criteriathat apply
to al surface waters Chapter 61.3(2) (commonly referred to as “free from” criteria). These criteriaare dso
consdered in setting the wasteload dlocation (WLA) for a discharge to streams that are included in one or
more on the Sx designated uses. In waters not included in any of the Six designated uses, these seven criteria
must till be met. No specific WLA procedures have been established for four of the five “free from” generd
use criteria. Of particular importance is setting WLAs is the criterion (61.3(2)d), which states that waters
must be free from of any substance which is acutely toxic to human, animd or plant life. Only the “free from”
acutely toxic conditions has an established procedure. This procedure is described in the following discusson.

The nature of streams covered by the seven generd criteriavarieswidely. The stream being evauated may be
aperennid dream or an intermittently flowing channelized drainage ditch. Each flow regime and habitat hasits
own resident species present and the specific acutely toxic levels can only be determined by a case by case
evaduation. Some of theitems that are consgdered in an evauation are the gpplicable flow regime, resident
species present, and acutely toxic levels associated with those species.

In order that acutely toxic conditions are not exceeded in the stream, the concept of establishing a no-effect
leve or LCy isintroduced. The LC, is determined by caculating the vaue of %2 the 96 hour LCs, for the most

sengtive resdent species.

A design low flow is defined asthat stream flow regime a which the critica resident species of the aquatic
organisms, which may reside in the stream, will be present. The establishment of adesign low flow for a
generd stream is done using asimilar gpproach to st design low flowsfor Class B streams. The intermittent
nature of many generd streamswill not support a viable aguatic community. Therefore, a case by case
determination of the design low flow regime should be made based on:  the amount of discharge from
wastewater treatment facilities, the reoccurrence of design low flow, and the design low stream flow necessary
to support the normaly occurring aquatic species and the season. Typicdly, aflow regime of 1 to 2 cfs would
support the resdent aquatic species during summer and winter periods.



The evauation of resident aguatic species should only include species found during the design low flow
periods, not those species found during spawning (i.e. higher flow) periods when adequate dilution occurs.
Once the resident species are established (or projected), the LC, or

96 hour LCs, values are obtained for the species from the EPA document, “Ambient Water Quality Criteria
for (the toxic of concern)”, Table 3. The most sensitive specie and associated concentration will be used as

the water quality criterion in the following mass baance equation.

CuQp + CoQo = C(Qp + Qo) (15)
2

where:

C,, = Background pollutant concentration, pg/l

Qp = Design low gtream flow in the generd dlassified segment (about the
outfal), cfs

Qo = Effluent flow, cfs

C, = Genus Mean Acute Vdue for most sengitive speciesin recelving
Sream, pg/l

Co = WLA for the pollutant of concern concentration, pg/l

Solve the equation for C,. Thisvaue will be compared to the acute wasteload dlocation caculated in the
previous Toxic sections (i.e. ammonia nitrogen, tota residua chlorine, etc.). The most sringent of the
wasteload allocations will be used in the Permit Derivation Procedure section (pages 55-56). In thefollowing
example, the C, vaue will be compared to the totd resdud chlorine WLA acute caculaion. Two mass
balance equations will be calculated, one for agenera use stream with zero background flow and one for a

generd use stream with a background flow.



Example of WLA — Protection of General Use Stream with Zero Background Flow:

The following WLA example will solve for the pollutant chlorine and will use the species fathead minnow

(Pimephaes promelas) which is a common species found in generd use streams and is a common test species.

The genus mean acute vaue of the fathead minnow is 105.2 ug/l (Ambient Water Quality Criteriafor Chlorine
- 1984, Table 3, page 34). The generd use stream has zero background flow in this mass balance equation

example.

Chlorine Calculation with Zero Background Flow Example:
where:

G, =0.0 pg/l
Q,=00cfs
Q, =10 mgd (15.47 cfs)

C,=105.2 pg/l

GQo + CoQo = G(Qp + Qo)
2

(0)0 + Cy(15.47) = 105.2(0 + 15.47)
2
G =1052
2
C, =53 ug/l WLA



Chlorine WLA Diagram with Zero Background Flow:

Diagram 13 illudrates a chlorine WLA in agenerd use stream (labeled WLA genea) With azero background

flow.

Diagram 13:

Gh (010 off)

astewater Treatment Facility
CA (1587 ugl)
Co (53 ugl) WLA general

Creneral TTse Strearm

Class B{WWH Water

A amite (3355 ugf)
o Ldychromme! 3265 ugfl)

/—\_%

KEY:

Q, = Design low stream flow in the genera
classified

segment (above the outfall), cfs
Co = WLA genera for chlorine, ug/l

Note: The WLA sue and WLA ghronic iN the @bove diagram are the Totd Residua Chlorine (TRC) WLA xoute

and WLA onic With shoreline discharge that are shown in previous examples (pages 20 and 19, respectively).

Cq isWLA ronic decayed to the outfall (see pages 20-22).
Example chlorine WLAgeea =53 pg/l
Example WLA ¢ronic decayed to outfal = 1,567 pg/l

The more stringent of the acute WLAS and the WLA genea isthe TRC WLA of 53 ug/l. The Permit Derivation

Procedure section (pages 55-56) will use these two WLAS.



Example of WL A — Protection of General Use Stream with Background Flow:

Thefollowing WLA example will solve for the pollutant chlorine and will use the species fathead minnow
(Pimephaes promelas) which is acommon aquatic species. The genus mean acute vaue (ug/l) of the fathead

minnow is 105.2 pg/l (Ambient Water Quality Criteriafor
Chlorine— 1984, Table 3, page 34). The genera use stream has a background flow in this mass baance

equation example.

Chlorine Calculation with Background Flow Example:
where:

G, =0.0 ug/l

Q,=1cfs

Q, =10 mgd (15.47 cfs)
Cs=105.2 pgl/l

GoQp +Co Qo =G(Q + Qo)
2

(0)1 + Co(15.47) = 105.2(1 + 15.47)
2
Co=53(1647)
1547
Co =56 ug/l
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Chlorine WLA Diagram with Background Flow:
Diagram 14 illugtrates a chlorine WLA in agenera use stream (labeled WLA genea) With @ background flow.
Diagram 14:

Gh (1 off)

astewrater Treatment Facility
Cd (20,500 uzT)
Co (56 ugl) WLA seneral

Creneral TTse Stream

WL Aaate (335 5
A e Achromic {326 07 uz/1)

Class B{WWH Water

/_Ww/_

KEY:

Q, = Design low stream flow in the general
classified

segment (above the outfall), cfs
Co = WLA generas fOr chlorine, ug/l

Note: The WLA soue and WLA ghronic in the above diagram is the TRC WLA sue ad WLA hronic With
background flow that is shown in previous examples (pages 22-26). Cq is WLA gronic decayed and diluted to
the outfd| (see page 28).

Example chlorine WLA =56 pg/l

Example WLA ¢ronic decayed and diluted to outfal = 20,500 pg/l
The more stringent of these two WLAs isthe TRC WLA of 56 pug/l. The Permit Derivation Procedure section
(pages 55-56) will use thesetwo WLAS.



FLOW VARIABLE LIMITATIONS PROCEDURES

Purpose
To provide wastewater trestment facilities the option of discharging higher concentrations or loadings of

ammoniaor other water quaity-based parameters as the siream flows increase. These higher levels of

pollutants will not violate water quality standards.

Procedure

This procedure will provide explanation on which trestment facilities could be consdered for flow variable
ammonialimits and the methodology to caculate specific limitations. The procedure for ammonia limits was
selected due to its frequent usage. The procedure for other pollutants, such as temperature, toxics, and TDS
would pardld that of anmonia

This procedure will consder aerated lagoons and mechanicd facilities, which are designed and congtructed to
remove ammonianitrogen. The facility must demondtrate to the lowa Department of Natural Resources its
ability to meet desgn ammoniaeffluent limits for thewhole year. A mechanicd facility has to be built to meet
the 30Q,0 and 1Q10 WLA permit limits because it cannot store wastewater like an aerated lagoon.

The caculaions for flow varigble anmonia limits are dependent on stream flow. It isimportant that a stream
gauge upstream of the trestment facility be avalable to provide daily stream flow readings. The gauge should
be near to the treetment facility to accurately represent the stream flow at the outfall.

Fow variable limits for anmonia having both an Average and Maximum Limits. There will be 12 different
flow variable limits for each month of the year. The flow variable limit will caculate pounds per day per cfs.
Because of the potentidly wide range of effluent flows, the pounds per day per cfs (#/d/cfs) vaues should only
reflect the available stream flow capacity, not stream flow and effluent flow. Thus the water quality-based
permit limits are based on the acute and chronic instream ammonia criteria (less any background ammonia

concentration) converted to #/d/cfs. Calculated by:
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FVM, = (WQS—Q,) 8.34* 1* %o0f ZID * 0.646 (16)

where:

FVM, = FHow Variable Massy, #d/cfs

WQS = Water Qudity Standard, mg/l

Qu = Upstream concentration or background flow, mg/l
8.34 = Converson from mg/l to #/day

1 = Represents an example of stream flow, cfs

%of ZID=25

0.646 = Conversion from mgd to cfs

FVM. = (WQS—Q,) 8.34* 1* %of MZ * 0.646 (17)

where:

FVM. = FHow Variable Mass;onic, #d/Cfs

WQS = Water Quality Standard, mg/l

Qu = Upstream concentration or background flow, mg/l
8.34 = Conversion mg/l to #/day

1 = Represents an example of stream flow, cfs

%of MZ=25

0.646 = Converson from mgd to cfs

Then the Fow Variable Massy and the Flow Variable Massonic IS converted to Average and Maximum
permit limits using the current permit derivation procedure. The more stringent of the wasteload dlocation
chronic or acute DECOMES the average permit limit and the wastdload dlocation 4..te becomes the Maximum permit

limit.

A facility must show compliance at the flow variable mass limits. Use the following eguation to caculate the
daily flow variable mass loading from the wasteweter trestment plant. The facility will need to cdculate, & the
frequency specified in the permit, the flow variable mass for each day by:

Q, C, 8.34

5 = Flow Variable Value (#/d / cfs) (18)
R

where:



Qr = River How, cfs

Qo = Discharge How, mgd

Cp = Discharge Ammonia Concentration, mgy/l
It isimportant to note that the Discharge Monitoring Report (DMR) will treet the Flow Variable Mass as any
other parameter. Monthly average and noting the daily maximum vaue will be included in the DMR.
Compliance will be achieved when the monthly average and daily maximum are less than or equd to the water
quality-based flow variable permit limits. The DMR will need to record river flow (in cfs) & the same
frequency as the ammonia monitoring along the wastewater trestment plant discharge flow, and ammonia
concentrations to facilitate checking the results of this equation. The river flow can be obtained from an

upstream gage or from anew gage provided by the City.

MIXING ZONE PROCEDURES

Objective
The objective of this procedure isto provide guidance on the methods to be used in considering amixing zone
(MZ) while determining gpplicable effluent limitations for a wastewater discharge.

Background
Chapter 61.2(4) of the department’ swater quality standards defines the MZ of awastewater discharge. The

MZ islocated downstream of the zone of initid dilution (ZID). The standards contain specific criteriaand
congderations, which are to be used in determining the extent and nature of aMZ. The most redtrictive of the
provisons edablishes the MZ dimensons and flow. Thefallowing isasummary of the key provisons of the
sandards, additional policies, and the sequence used in defining the regulatory MZ and ZID.

1.  Themaximum flow in the MZ for toxic parameters will be set as 25% of the 7Q,o for interior streams,
Big Soux River, DesMoines River and 10% of the Missssippi and Missouri Rivers. The maximum

flow inthe MZ for anmoniais discussed on pages 17-18.

2. Theflow inthe MZ will be redtricted by the naturd functions and influences of mixing, which limit how

much weater can mix with the discharge effectively. These influences can be idands, semi- permanent
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sandbars, and manmade obstructions. For larger riversthe WLA ca culations will use 25% of the

portion of the flow in the main or sde channd into which the facility discharges or the MZ travels, where

that flow is separated from flow in the other channels of the river by sandbars or idands which have

remained in place for more than three years.

a

b.

C.

The length of the MZ may not exceed the most redtrictive of the following seven conditions:

The distance to the juncture of two perennid streams.

The digtance to a public water supply intake.

The distance to the upstream limits of a heavily used recreationa area.

The distance to the middle of a crossover point in a stream where the main current
flows from one bank across to the opposite bank.

The distance to another MZ.

A distance of 2000 feset.

The location where the MZ contained the percentages of stream flow noted in

one and two above.

4.  Thelength of and flow in the ZID for toxics may not exceed 10% of the MZ values. For anmonia, the

length and flow of the ZID is discussed on pages 18-19.

The chronic criteriafor toxics and ammonia nitrogen will be met at the boundary of the MZ. The acute criteria

for toxics and ammonia nitrogen will be met at the boundary of the ZID. Although not specificaly discussed in
the standards, the effects of the Biologica Oxygen Demand (BOD) are not expected to be observed until after
the end of the regulatory MZ. Thisis because the movement of water through the MZ normally will occur

faster than the biological uptake of oxygen due to the BOD.

These two zones will be determined in one of two manners, by actud field measurements at design low stream

flow conditions or by use of adigperson modd. It isthe god of the department to obtain al necessary

information of these zones from the information submitted in a wastewater trestment facility's NPDES permit
application. A field procedure protocol has been devel oped for a NPDES applicant to obtain actua field data
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(see Appendix B). Until datais submitted as part of the NPDES permit gpplication, the limited field data
obtained a afew dtes by EPA, Universty Hygienic Laboratory, and the department staff and the use of the

disperson model will be the only means to determine these zones.

Cdculdions

When conditions & the discharge violate model assumptions, the MZ modd used by the department dtaff isa
Far Fidd Plume Modd. The modd equations use the predicted or observed stream width, average stream
depth, average stream velocity, and channel dope to develop alaterd dispersion coefficient and a shear
velocity relationship. These are then used to develop a prediction of the MZ size and flow. A copy of the
model program on Lotus 123 software is available from the department.  Further information on the equations
used is shown in Appendix B, Mixing Zone Cdculations (pages B). Where data warrants its use, amore
complex model using a Fortran code may be used. It dso is available from the department. A list of models
used by the department in setting wasteload alocations is dso available.



THERMAL DISCHARGERS

Numerous thermd dischargers impact lowarivers and streams. The significant thermd discharges result from
electric power generation facilities and indudtrid facilities requiring cooling of equipment or process systems.
Specific ingream temperature changes are noted in the water quality standards dong with the requirement that
the standards be met beyond the mixing zone. The complex nature of heat transfer and dispersion make
accurate predictions of athermd plume nearly impossible. However, there till isaneed to caculate the

expected temperature rise and the distance to recover to (near) initia conditions.

Severd technica gpproaches are available to address the therma impacts. Extengve eva uations have been
performed under EPA Effluent Guideline Requirements for Electric Generating Fecilities- Part 316(a). The
results or findings of these studies will serve as the primary method for staff to evaluate therma impacts. For
locations where 316(a) information is not practica to gpply, staff will use the following mathematica approach.

The temperature eevation after the stream and discharge flows have become well mixed is given by the
following rdationship. (Source: U.S. EPA, Water Quality Assessment, pg. 451, eq. 1V-66).

DTum = (Qy/Qp) (Te—T)) (19)
where:

DT wm = temperature devaion after initia well mixing, °F
Q, = flow rate of the cooling water, cfs
Q: = flow rate of river in mixing zone, cfs
T. = temperature of heeted effluent, °F
T, = temperaure of river above discharge, °F

This relationship does not account for the heat losses that occur as the two flows become mixed. For interior
sreams, the vaue of DT, should be equa or lessthan 3°C (5.4°F) asrequired in the Water Quality
Standards.



Procedures are available from the EPA "Water Qudity Assessment” document to caculate instream distances
from the point of initial mixing until the siream temperature recoversto levels alowed by water qudity
sandards. The mathematica relationships presented in the EPA document have not been verified for lowa
stream and river conditions. Severd dternative calculation gpproaches should be considered dong with data
generated from Part 316(a) studies. Example distance calculations can be found in the U.S. EPA "Water
Qudity

Assessment” document on pages 423 to 461.

The mixing zone cross sectiond area and volume discussion above adso appliesto the caculations for therma
dischargers. The reduction of the percent of river areaor volume in the mixing zone (below the 25%
requirement) for the Missssppi and Missouri Rivers has additiona justification when the heated plume
influences the highly productive fish habitat areas and identified clam beds often located adong the stream bank

or near bank areas.

PERMIT DERIVATION PROCEDURE

This section of the Support Document describes the method used to trandate a wasteload alocation (WLA)
into an NPDES permit limit. The procedures are gpplied to any discharger in the state (municipd, industrid,
or semi-public) for whom awater quality-based permit limit is required. The purpose of these procedures are
to provide an effluent limit which will satigicaly assure that the WLA will not be exceeded due to the

vaiationsin facility operation, monitoring and parameter andyss.

Statigticd-Based Procedure:



Maximum Daily Limits (MDL) and Average Monthly Limits (AML) will be cdculated usng the satidticd
procedure noted in Appendix C, lowa Permit Derivation Methods (pages C1-C3). The lowa dtatistical-
based procedure adopts the modified 1991 EPA Technica Support Document (TSD) methodology. For
toxics, this procedure will consider the required sampling frequency for each water quality based parameter
noted in Chapter 63 of the department rules and any known coefficient of variation (CV) for each parameter.
This CV may be based on the individua treatment facility’ s operations. Wherethe CV dataislacking, avaue
of 0.6 will be used. If awastewater trestment facility selects to increase the monitoring frequency, the
corresponding permit limitswill be calculated to reflect this increase frequency. For anmonia, the permit limits
are derived directly from the acute WLAs and chronic WLAS.

In addition, technology-based requirements must also be met.



SEGMENT ANALYSISMETHODOLOGY

The ability of a stream to maintain an acceptable dissolved oxygen (DO) concentration is an important
congderation in determining its capacity to assmilate wastewater discharges. DO is used in the microbia
oxidation of organic and certain inorganic metter present in wastewater. Oxygen supplied principaly by
regeration from the atmosphere will replace any DO lost through oxidation processes. If, however, the rate of
oxygen use exceeds the rate of reaeration, the DO concentration may decrease below minimum dlowable

standards.

To predict the variation in DO, as well as ammonia concentration in streams, severd

computer-based mathematical models have been used. The two modes presently utilized are the Modified
lowa and the more sophisticated QUAL-1I program. Each of these is described later in this chapter. Input
data for the models was developed from existing technical information and recent field investigations of
selected streams. When sufficient data was not available, conservative assumptions were made that tend to
assure a high degree of protection for water quality without imposing unredigticaly stringent effluent limitations.
Recent water quaity sampling has helped to demondtrate the reliability of particular congtants and assumptions
used and hasimproved the vdidity of the models. Available data alows areasonably accurate prediction of
the impact of different wastewater loads or trestment arrangements upon the DO and ammonia concentrations
to be performed. The current data also alows for the determination of wastewater discharges that will not

result in violation of water quality standards.

THEORY AND METHODOL OGY

M odeling Theory

Dissolved oxygen (DO) concentrations in streams are controlled by many factors including atmospheric
reaeration, biochemica oxygen demands (carbonaceous and nitrogenous), dga photosynthesis and
respiration, benthd oxygen demands, temperature, and the physical characterigtics of the stream. Many of
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these factors are difficult, if not impossible, to accurately assess. Asaresult of this difficulty, limitations on the

use of these contralling factors are discussed below.

Photosynthes's can produce large quantities of oxygen during the day if dgae are present in the stream.
Conversdy, at night, dga respiration creates an oxygen demand. Research efforts have attempted to fit
harmonic functions to this phenomenon, but with limited success. Specific dlowance for diurnd fluctuationsin

oxygen levelsis only included in the QUAL-I1 computer model.

Bentha oxygen demands result from anaerobic decompaosition of settled organic materia at the bottom of the
stream. These reactions rel ease carbonaceous and nitrogenous organic materials that create biochemical
oxygen demands. The inclusion of benthal oxygen demandsin the QUAL-II mode requires extengve fied
surveys to determine the red extent of dudge deposits within a stream and coefficients that describe the
release into the water. Since the impact is minor in most instances and no data are available to accuratdy
describe dudge deposition areas, no specid alowance for bentha oxygen demands isincluded in the Modified
lowamode formulation. However, QUAL-I1I has provisons for benthic activities, which need sufficient field
datato cdibrate and verify the rate congtants. If field data are not available, default rate constant vaues can
be used.

A complete mathematical modd to describe DO concentrations within the stream would include dl sgnificant
factors. Natural streams cannot presently be expressed mathematically with absolute certainty, but reasonably
accurate predictions can be made through realistic assumptions concerning the reaeration phenomenon and
deoxygenation caused by carbonaceous and nitrogenous biochemica oxygen demands (BOD). Specific
values obtained in detailed fidld investigations from other locations, with particular emphasis placed upon data
collected in lowa, provide the only bass for defining ranges of coefficient vaues being incorporated in the
water quality modelstoday. The continued effort towards the collection of water qudity data at low flow
conditionswill ad in defining the above coefficient ranges used in the future,

Nitrogenous BOD is due to the oxidation of ammoniato nitrates by certain species of bacteria This oxidation
processis caled nitrification. Nitrification is atwo-step process whereby a specific bacterid species oxidizes
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ammoniato nitrite and a different bacterid species oxidizes the nitrite to nitrate. Theoreticaly, approximatdy
4.5 mg/l of oxygen are required to oxidize 1.0 mg/l of anmonia (expressed as nitrogen) to nitrate. This
theoreticd vaue may consarvatively over estimate the oxygen demand of nitrification as the nitrifiers obtain
oxygen from inorganic carbon sources during combined energy and synthesisreactions. Actud vaues
obtained have varied between 3.8 and 4.5 mg/l of oxygen per mg/l of ammonia nitrogen (NHs-N). The
Modified lowamode uses 4.33 as the ratio of nitrogenous BOD to NHz-N. Since secondary wastewater
trestment plant effluents quite commonly contain NHs-N levels of 10 mg/l during summer operations and 15
mg/l during winter periods, the equivadent nitrogenous BOD (should al the ammonia be converted to nitrates)
is approximately 40-46 mg/l (summer) and 62-68 mg/l (winter).

M odified | owa M odéel

The Modified lowamode isaminor refinement of computer program used by the Department since 1976 to
determine wasteload alocations (WLA). These refinements were recommended by the consulting firm, JRB
Associates, McLean, Virginia, as part of the their review of the Department’ s water quaity models. The
specific modifications are presented in a User’s Manual and described in detail later in this section. The mgor
changesinclude: replacement of the existing temperature adjustments for nitrification rates, equations to
account for dgae uptake of ammonia, and a photosynthesis minus respiration (P — R) term for improvement of
summer dissolved oxygen (DO) smulation. A copy of the complete user’s manud is avalable from the

Department (User’s Manual for Modified lowa DEQ Modd, June 1983).
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1. Disolved Oxygen Deficit Equation
The Modified lowamodd uses aversion of the Streeter- Phel ps equation for DO deficit within the stream.

This gpproach recognizes carbonaceous and nitrogenous BOD, atmospheric regeration, initial DO deficit, and
photosynthesis. The effects of photosynthes's and benthd oxygen demands are not specificaly considered.
The modified Streeter- Phelps equation suggested for use by JRB Associates is asfollows:

KlLo (e—Kl(t) _ e—KZ(t))_'_ KnNo (e—Kn(t) _ e—Kz(t))+D e—Kz(t) + (R' P) (1_ e—KZ(t))

D(t) =
Kz'Kl Kz'Kn Kz

where:

D(t) = DO ddficit a timet, mg/l

D, = Initid DO deficit, mg/l

L, = Initid ultimate carbonaceous BOD concentration, mg/l

N, = Initid ultimate nitrogenous BOD concentration, mg/l

K, = Carbonaceous deoxygenation rate constant, base e, day ™
K = Nitrogenous deoxygenation rate constant, base e, day
K, = Reaeration rate constant, base e, day ™

R = Algd respiration oxygen utilization, mg/l/day

P = Photosynthetic oxygen production, mg/l/day

t = Time of trave through reach, day

In this equation, the rates of oxygen utilization due to carbonaceous and nitrogenous BOD and agd activity
are expressed asfirst order reaction rates. Thisis an accepted procedure for the carbonaceous demand, but
represents a smplification for the nitrogenous demand. The“P— R term represents the modification to the
traditiond Streeter- Pheps equations to account for dgd influences to the available DO in the stream. The
other traditional Streeter- Phelps components (Streeter, 1925) remain unchanged. The“P— R term was
obtained from the MS-ECOL fresh water modd (Shinddlaet d., 1981).



The ultimate carbonaceous and nitrogenous BOD concentrations as a function of time (t) are calculated as
follows

L(t) =L &

N(t) =N e "®
where:

L(t) = Ultimate carbonaceous BOD at time, t, mg/|
N(t) = Ultimate nitrogenous BOD &t time, t, mg/l

Since nitrification is a two- step process, many researchers have proposed that it is a second order reaction.

However, mogst water quality modds assumethat it isafirst order reaction for the ease of programming and

usage.

Nitrifying bacteria are generdly present in rdatively smal numbersin untrested wastewaters. The growth rate
at 20°C is such that the organisms do not exert an gppreciable oxygen demand until about eight to ten days
have elapsed in laboratory Stuations. Thislag period, however, may be reduced or diminated in a stream due
to anumber of reasonsincuding the following: the discharge of large amounts of secondary effluent containing
seed organisms, and nitrifier population buildup on the stream’ s wetted perimeter. In biological trestment
systems, substantid nitrification can take place with aresultant build-up of nitrifying organisms. These
nitrifiying bacteria can immediately begin to oxidize the ammonia present and exert a sgnificant oxygen
demand in a stream below the outfall.

It isknown that the biological nitrification processis generally more sengtive to environmenta conditions than
carbonaceous decomposition. The optima temperature range for growth and reproduction of nitrifying
bacteriais 26° to 30° C. It isgeneraly concluded that the nitrogenous BOD will assume greatest importance
in small sreams which receive rdaively large volumes of secondary wastewater effluents during the low flow,
warm weether periods of the year (August and September). These conditions were used for the low flow
determination of alowable effluent characteristics during summer periods. During winter low flow periods
(January and February), nitrification will probably have limited influence upon the oxygen demand due to the
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intolerance of nitrifying bacteriato low temperatures. During andlysis of winter low flow conditions, limited
nitrification was observed.

2. Respiration and Photosynthesis Equation

The equations used to caculate P, the photosynethic oxygen production, and R, the algd respiration oxygen
utilization, are:

P=(0OP) (GP—-DP) (CHLA)
AP

where:

OP = mg of oxygen produced by dgae/mg of adgae
AP = ug of chlorophyll-a/mg of adgae

GP = Algd growth rate, day

DP = Algal dezth rate, day

CHLA = Chlorophyll—a concentration, pg/l

R=0.025CHLA

The values of OP, AP, and DP are sdlected from literature values. Current literature values are presented in
Table V-3 (page 72). It isessentid that chlorophyll-a measurements be available from the stream sampling
data. If not, chlorophyll-avaues must be estimated by generd field observation or conditions on asimilar
stream, which detracts from the credibility of the cdibration. Since nitrate and inorganic phosphorus are not
included in the modd, the growth rate (GP) must be caculated outside the modd using the equation:

S (0 N (s BN ()
(N+K ) (P+K ) (LI K,

where:

GP = Locd dgd growth rate a 20°C, day ™

fi= Maximum specific algal growth rate at 20°C, day ~*

N = Sum of observed instream concentrations of NHs;-N and nitrate
nitrogen (NOs-N), mg/l

Kwun = Michadis-Menton haf saturation congtant for total inorganic N,

mg/l
P = Observed instream concentration of inorganic phosphorus, mg/l
Kwup = Michadis-Menton haf saturation congtant for inorganic P, mg/l
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LI = Average incident light intensity, kcal/nmf-sec
K1 = Michadlis-Menton half-saturation congtant for light, keal/mf-sec

Literature vauesfor fi Kyn, Kup, LI, and K are shown in Table 1V-3 (page 72).

The vaues of OP and AP are input as congtants for the entire stream, while GP, DP, and CHLA are specified
for each reach. The Michadlis-Menton constants are used to adjust the maximum potentid agd growth rate
by the amounts of light, nitrogen, and phosphorus that can limit aga growth. Each Michadis-Menton constant
is the concentration at which that particular condtituent limits algal growth to haf the maxima or “ saturated”

vaue

3. Algd Uptake of Ammonia Equation

Ancther new feature in the Modified lowamodd isthe smulation of the agd uptake of ammonia nitrogen
(NHs-N). Theingtream concentrations of inorganic nutrients are reduced by phytoplankton consumption
Phytoplankton requirements for inorganic N may involve both NHs-N and nitrate nitrogen (NOs-N). The
fraction of consumed nitrogen which isNH3-N must be known if instream concentrations of NHs;-N are to be
properly smulated. Thisfraction isthe preferentiad NH; uptake factor.

The amount of NH;-N removed by dgaein areach is cdculated by the following equation taken from the
MS-ECOL mode (Shindaaet ., 1981):

up = (GPIANP)(NF)(CHLA)(e®"*™ - & 1)
(GP- DP+K )

where:

UP = Amount of NH;-N removed in areach, mg/l
ANP = mg N/ug chlorophyll-a
NF = Fraction of NH; preferred for agd uptake (0—0.9)
t = Time of trave through reach, day
Themodd cdculates‘t’ interndly. The values of ANP and NF are obtained by calibration or from literature

vaues. Ranges of literature vaues are found in Table V-3 (page 72). The modd assumesthat aga uptake

63



of ammonia occurs until the instream concentration of NHs-N is equd to the inorganic N half saturation
constant K. If the instream concentration of NH; is below the half-saturation constant, the technica
literature indicates that dgae will switch to nitrate (NOs) as the sole source of nitrogen.

4. Rate Congtant Determination

a. Deoxygenation Rate Congtants

The carbonaceous deoxygenation rate congtant (K ;) for most streams will vary from 0.1 to 0.5 per day (base
e, 20 °C). Early work by Streeter and Phelps (Streeter, 1925) determined an average value for the Ohio
River of 0.23/day at 20°C (0.1/day, base 10). This vaue has been accepted and commonly used with

reasonabl e results.

Specific deoxygenation rates for selected lowa stream segments have been determined from stream surveys
performed since 1977. These specific rates showed wide variations within each stream segment and among
various streams.  Thus, the carbonaceous deoxygenation rate of 0.2/day a 20°Cisdill used asan initid

darting point in calibration/verification efforts. Future siream studies will be used to verify the specific rates

goplicable for lowa streams.

Information on nitrogenous deoxygenation rates is extremely limited; however, avallable information indicates
that nitrification rates (when active nitrification does occur) are somewhat grester than carbonaceous oxidation
rates. Therefore, the nitrogenous deoxygenation rate (Ky) (0.3/day at 20°C was salected) is used as input
data unless cdibration/verification efforts provide a more reliable value. Again, future field measurements of
typica nitrogenous deoxygenation rates in lowa streams would greatly enhance the accuracy of the modding
effort.
The modified modd dtersthe vaue of Ky within each reach as afunction of the stream DO concentration.
Because nitrifying bacteria are very senstive to DO levels, Ky is reduced when low DO conditions exist. The
following equation, which accounts for the effect of DO concentrations on nitrification rates, is taken from the
Wisconsin QUAL 11l Mode (WDNR, 1979):

PN = 1 — e (052(00)

where:



PN = Nitrification reduction factor
DO = Dissolved oxygen concentration, mg/l

The Ky vaue input to the mode is multiplied by the reduction factor PN when DO concentrations are low.
The product isthe value of Ky, which is used in the DO deficit and nitrogenous BOD equations.

b. Reseration Rate Constant

The relationship of Tavoglou and Wallace (Tsvoglou, 1972) was adopted for determination of the reaeraion
rate congtant. Thisformulation is based on the premise that the reaeration capacity of nontidal fresh water
sreamsis directly related to the energy expended by the flowing water, which in turn is directly related to the

change in water surface eevation.

The average rate of energy expenditure is found by dividing the change in water surface elevation by thetime
of flow. Theorigind Tsvoglou and Walace formulation has been modified to account for the percentage of
ice cover. Thisrdationship is expressed by:

K,=cDh(ICE), at 20°C
t

where:

K, = Reaeration rate constant, 1/day, base e
¢ = Gas escape coefficient, 1/ft.
Dh = Change in water surface elevation, ft.
ICE = Factor reflecting effect of ice cover on reaeration rate (unitless)
1- 8%-95’ percent ice cov er g
e 100 ]
t = Time of travel (days)

Tsvoglou' s equation was derived from actual measurement of stream reseration rates by afield tracer
procedure in which aradioactive form of the noble gas krypton served as atracer for oxygen. In development
of Tavoglou's procedure, other reaeration rate predictive formulas were compared with results obtained from
thefield tracer technique, but none appeared to predict stream reaeration rates as accurately as the Tsvoglou
modd.



The cdibration results for sampled lowa streams have indicated that the following guidelines are appropriate
with respect to the gas escape coefficient incorporated in the Tsivoglou expression:

¢ = 0.054 (@ 20°C) for 15 £ Q £ 3000 cfs
¢ =0.115 (@ 20°C) for 0£ Q £ 15cfs

Other cdibrated/verified vaues may be used on streams with sufficient water quality data.

The ICE factor ranges from 0.05 for complete ice cover to 1.0 for zero cover. The selected input valueis
based on available field data or estimated by the modeler.

5. Temperature Corrections

Temperature corrections for the carbonaceous and nitrogenous deoxygenation rate constants and the
reseration rate congtants are performed within the computer mode. The following equations define the
specific temperature corrections used in the program:

Ky = Ko (1.047 T29)

KZ(T) =K 2(20) (10159 (T-20) )
Knem = Ko (1.080 (20
GP(T) = Gp(zo) (1047 (120 )

where:

T = Water temperature, °C

This temperature correction for K represents the state-of-the-art and is awidely accepted formulation. The
K and Ky equations represent the more accepted functions used in the Vermont QUAL-1I modd (Meta
Systems, 1979). The growth rate temperature correction is taken from the MS-ECOL modd (Shinddaet d.,
1981).

The principa factor affecting the solubility of oxygen isthe water temperature. DO saturation values at various

temperatures are caculated as follows:



Cs=24.89 —0.426T + 0.00373T? — 0.0000133T*

where:
T = Water temperature, °F
Cs = Saturation value for oxygen a temperature, T, °F, at standard

pressure

6. Stream Vdocity Cdculations

Stream vel ocities are important in determining reseration rates and the downstream dispersion of pollutants.
The computer mode ca culates velocity based on ether a variation of the Manning's Formulafor open channel
flow or the Leopold-Maddock predictive equation.

a. Manning's Formula

The Manning’'s Formula for open channd flow is

v=149R %3S
n

where:

v = Vdocity, fps

R = Hydraulic radius, ft
S = Channd Sope ft/ft

n = Roughness coefficient

For ariver or stream with awidth much greater than its depth, the value of R is gpproximately equa to the

mean depth. If both sides of the equation are multiplied by the cross-sectiond area (width)(mean depth), the
following equation results:

Q=149wd**s*
n
where:

d = Mean river depth, ft
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Q = Discharge, cfs

w = Water surface width, ft
S = Sopeft/ft

n = Roughness coefficient

All varigbles except for “d” areinput vaues. Interndly, the program solves the above equation for d, then
cdculaesthe veocity v by:

v=0QA =Qwd

River dopes were obtained from existing stream profiles when available, but usudly were taken from USGS
topographic maps. Sopes obtained from USGS maps are rather generdized, and more accurate river profiles
would grestly improve the accuracy of velocity determinations.

River widths were estimated from information obtained from field observations, flow, and cross-sectiona data
a each USGS gauging station.

Roughness coefficients are estimated from charts and techniques presented in Chow (Chow, 1965). The
vaue of 0.035 is being used on lowa streams unless the physicd characterigtics of the stream are more

accurately reproduced by another vaue.

In developing the particular mode run for a stream segment, depth and velocity data from stream gauging
gations or from field surveys are used to extrgpolate depth and velocity at other points dong the segment.
The extrgpolation is arough gpproximetion; however, it is reasonably close over the average length of a
sream. When available, the uses of field investigations to determine actud stream velocities and depths a
many selected stream Sites in the modeled segment have improved the accuracy of the modd.

The Manning’s equation is used where little higtorica flow and velocity information exigts in the stream
segment. If flows and velocities are measured during a calibration sampling event, the roughness coefficient
“n” can be cdibrated. However, in mogt instances, more reliable flow velocity relationships can be modeled
by using the Leopold-Maddock equation.



b. Leopold-Maddock Equation
The Leopold-Maddock (Leopold, 1953) equation predicts stream velocity as afunction of discharge

according to:

V=aQ®
where:

V = Stream velocity, ft/sec
Q = Discharge, cfs
a, b= Empiricd congtants

It isggnificant to point out that the empirica congtants aand b apply to a specific stream cross section. The
vaue of “b” represents the dope of alogarithmic plot of velocity versus discharge. Thevaue of “&' represents
the velocity at aunit discharge.

The Leopold-Maddock equation has been used in many studies and has been found to produce reliable
results when the empirical constants are properly evaluated. However, its useislimited to streams for which
historicd data are not available for determining representative vaues for the empirical constants. A regression
andyssis performed on severa sets of velocity-discharge data to determine the empirical congtants. The data
selected for use in the analysi's corresponds to low stream flow conditions since the use of devated stream
flow data may bias the results.

Since reaches of uniform cross section, dope, and roughness parameters rarely characterize stream systems,
the empirica congtants are determined for severa representative cross sections of each stream system to be
modeled. The same vaues of the empirica congtants usualy do not apply to dl reaches dong a stream
segment unless field measured dataindicates otherwise. JRB Associates staff indicated that avalue for “b” of
0.25 iscommonly used for smaller streams and rivers, such asthose found in lowa. Thus, where limited fidd
information exigts, “d’ can be determined if “b” is assumed to equa 0.25 by solving the above equation. This
assumption will only be used if thereisinsufficient flow or stream cross sectiond data. Velocity and discharge
values can be obtained from the USGS gauging station data forms 9-207 or from stream surveys obtaining

current meter and cross section measurements.
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7. Computer |nput and Output Data

In order to caculate water qudity & various pointsin theriver, theriver length to be modeled is divided into
reaches. River characteristics (mean widths, depths, velocities, deoxygenation and reaeration rate constants,
and water temperatures) were considered for each smal reach. The overall stream length modeled should be

less than 20 milesto insure steedy Steate conditions.

One or more of the following set the location of the reaches:

a. A tributary.

b. A wastewater discharge.

c. A changeinriver characteristics, such asriver width or dope.

d. Adam.

In order to calculate water quality characteristics at various points within each reach, the reaches are divided
into segments called sections.

Actud datainput into the computer program are as follows:

1. Initid river conditions such as flow and concentration of ultimate carbonaceous BOD,
ammonia nitrogen (NHs-N), and Dissolved Oxygen (DO).

2. Uniform background flow contributions for each reach and concentrations of ultimate
carbonaceous BOD, NH3-N, and DO in the groundwater.

3. The number of reaches.
4. For each reach the following:
a. Length
b. Number of sections
c. Water temperature
d. Channd dope
e. River width —used in Tsvoglou & Manning equaions

f. Roughness coefficient
0. Deoxygenation rate constants
h. Empiricd congtants— Leopold-Maddock equation
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i. lcecover

5. Wastewater or tributary inflows consst of inflow rates, ultimate carbonaceous BOD,
NHs-N, and DO concentrations.

The computer printout of the moded run includes areformat of dl input data and key calculated data for each
stream reach and segment.

This calculated dataiincludes:

1. Stream velocity

2. Rate congants

3. Saturated DO concentration

4. Trave time

5. BOD,, NHs-N and DO ingtream concentrations

An example of the output is found in the User's Manua for Modified lowa DEQ Modél.
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TABLE IV-3
TYPICAL VALUES OF INPUT VARIABLES
FOR MODIFIED IOWA MODEL

VARIABLE DESCRIPTION RANGE OF RECOMMENDED
VALUES WLA VALUE
NF Preferential NH; uptake factor 0-0.9 Cdlibrate
ANP mg Nitrogen/ug Chlorophyll-a 0.0007 —0.009 Cdibrate
Kun Michedis-Menton haf-saturation 0.01-0.20 Cdibrate
condant for nitrogen (mg/l)
Kup Michedis-Menton haf-saturation 0.01-0.05 Cdibrate
congtant for phosphorus (mg/l)

Ky Michedis-Menton hdf-saturetion | -------- 0.0035

congant for light (mg/l)

AP ug Chlorophyll-almg Algee 10- 100 Cdlibrate

OP mg Oxygen produced by Algae/mg 14-18 1.63

Algee

K1 Carbonaceous deoxygenation rate 0.02-34 Cdlibrate

congtant (day ™)

Kn Nitrogenous deoxygenation rate 0.3-30 Cdlibrate

congtant (day ™)

C Tavoglou escape coefficient | -------- 0.054, 15£Q£3000 cfs

™) 0.110, 1£Q£15cfs
A Maximum dgd growth rate 1-3 2
(day )

DP Local agd desth rate (day ™) 0.024, 0.24 Use higher vdueif
nutrients are scarce or
chlorophyll-a
concentration exceeds 50
ug/l; otherwise use lower
vaue

ICE Factor relating ice cover to reduced 0.05-1.0 Field observation

reaeration capacity
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Vermont QUAL-II Model

The Vermont QUAL-I11 water quaity modd can smulate conservative and nonconservative condituentsin
branching stream and river syssems. The congtituents that can be modeled by the revised verson of QUAL-I11

are:

Dissolved Oxygen (DO)
Biochemica Oxygen Demand (BOD)
Temperature

Algee

Organic Nitrogen

Ammonia Nitrogen (NHs-N)
Nitrite (NO,-N)

Nitrate (NOs-N)

Dissolved Phosphorus
Organic Phosphorus
Coliform

Conservative Substances

The mode was adapted for lowa conditions and needs by JRB Associates. A copy of the detailed User’s
Manua can be obtained from the Department (“User’s Manua for Vermont QUAL-I1 Model”, June 1983).
The User's Manud will provide documentation of the theoretical aspects of the modd aswell as adescription
of the mode input and data requirements. The following discussion s, in part, key items from the User’'s
Manud. Thesze

and complexity of the document prohibitsits reproduction in this chapter of the “Basin Plan Support
Document”.

1. Background
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The QUAL-1I modd is an extension of the stream modd, QUAL-I, developed by F.D. Masch and
Associates and the Texas Water Development Board in 1971. QUAL-1 was origindly designed to smulate
the dynamic behavior of conservative materias, temperature, BOD, and DO in streams.

Water Resources Engineers, Inc. (WRE) revised the QUAL-I modd to include the steedy state smulation of
NHz, NO,, NOs3, dissolved phosphorus, agae, and coliforms aswell as DO and BOD. ThisWRE QUAL-11
model has since undergone numerous revisons to incorporate additiona parameters and changesin congtituent

interactions. The verson of QUAL-II that is used by the Department is the Vermont verson of QUAL-II.

The Vermont QUAL-I1 isbasicaly aversion developed by Meta Systems, Inc. (1979), with later
modifications by Walker (1980, 1981) and the Vermont Department of Water Resources and Environmental
Engineering (1981). The changes Meta Systems introduced in 1979 to U.S. EPA’s verson of QUAL-II
incdlude the following:

Incorporation of the smulation of organic nitrogen.

Provison of dgd uptake of ammonia as a nitrogen source.

Steady date cdculation of diurna oxygen variations due to dgd photosynthesis and

respiration based on diel curve andyss.

Changes in the mode to delete the dynamic smulation of DO, thus dlowing dynamic smulation of

temperature only.

Incluson of dam reaeration.

Changes in the methods used to calculate the reaeration coefficient, K.

Deletion of the radionuclide smulation.

Vermont later added this smulation of organic phosphorus and has modified the expressons for dgd kinetics
to the QUAL-I1 version developed by Meta Systems, Inc. (1979).2
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2. Stream System Representation

QUAL-II permits any branching, well-mixed stream system to be modeled. It assumes that the mgjor
trangport mechaniams, advection and dispersion, are sgnificant only aong the longitudina axis of the stream.
It can handle multiple waste discharges, withdrawdls, tributary flows, incrementd inflow, flow augmentation,
and dam reagration. Hydraulically, QUAL-I1I islimited to the Smulation of time periods during which the
sream flows in the river basin are essentidly constant (Roesner, et ., 1981). Thus, the length of river or
Stream to be modeled is

relaively short, lessthan 20 miles. The length should be long enough to account for the decay of organic
pollutants and the recovery to near background conditions. The use of this modd is not suitable for one run

over the entire stream or river length.

Streams to be smulated by QUAL-11 are divided into reaches, and further subdivided into computational
elements. River reaches are the basis of most data input. Hydraulic data, reaction rate coefficients, initid
conditions, and incrementd inflow data are congtant for al computationa eements within areach. For the
purposes of QUAL-II, the stream is

% The majority of theinformation in the User’s Manual came from the following four sources:

Meta Systems, Inc. Documentation for the Meta Systems Version of the QUAL-I1 Water Quality
Simulation Model. July 1979.

Roesner, L.A., P.R. Giguere, and D.E. Evenson. Computer Program Documentation for Stream Quality
Modeling (QUAL-I1). EPA-600/9-81-014. Athens: U.S. EPA Center for Water Quality Modeling,
Environmental Research Laboratory, February 1981.

Roesner, L.A., et al. User's Manual for Stream Quality Model (QUAL-II). EPA-600/9-81-015. February
1981.

State of Vermont, Agency of Environmental Conservation, Department of Water Resourcesand Environmental
Engineering. Lower Winooski River Wasteload Allocation Study, Part B: Mathematical Modeling Report.
January 1982.

conceptuaized as anetwork of completely mixed reactors — computationd dements— that are linked
sequentialy to each other via the mechanisms of transport and dispersion (Roesner, et ., 1981).

Streams to be smulated by QUAL-I1 are divided into reaches, and further subdivided into computational
elements. River reaches are the basis of most datainput. Hydraulic data, reaction rate coefficients, initid
conditions, and incrementd inflow data are congtant for al computationa dements within areach. For the

purposes of QUAL-II, the stream is conceptualized as a network of completely mixed reactors —
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computationa eements— that are linked sequentialy to each other via the mechaniams of transport and
disperson (Roesner, et ., 1981).

Although QUAL-I1 has been developed as ardatively genera program, Roesner, et d. (1981) cites certain
dimensond limitations, which have been imposed upon it during program development. These limitations are

asfollows

Reaches amaximum of 75

Computationd elemerts: no more than 20 per reach nor 500 in total
Headwater dements. a maximum of 15

Junction dements. amaximum of 15

Input and withdrawa eements. amaximum of 90 in totdl

QUAL-II makes certain assumptions about the stream system being smulaed, induding the following:

QUAL-II assumesfirst order kinetics.

Themodd utilizes asmplified nutrient-alga cycle with Michadis-Menton kinetics.
Only congtant inflows and point source discharges are considered in the model.
Each computationd eement is assumed to be completely mixed.

The mode does not take into account variationsin depth or within stream cross section in each reach.
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3. Genad Modd Rdationships
QUAL-II utilizes amass baance differentia equation that describes the behavior of awater qudity condtituent

in one dimenson. The modd is structured to Smulate the mgor interactions of the nutrient cycles, dgd
production, benthic oxygen demand, carbonaceous oxygen uptake, atmospheric reaeration, and the effect
these processes have on receiving water concentrations of dissolved oxygen (DO). The interactions of all
these condtituents areillustrated in Figure IV-1. Arrows on Figure V-1 indicate the direction of normal
system progression in a moderately polluted environment; the directions may be reversed in some
circumstances for some congtituents. An example of processreversd: under norma conditions, oxygen will
be transferred from the atmosphere into the water. Under conditions of oxygen supersaturation, which can
occur asaresult of agd photosynthesis, oxygen might actudly be driven from solution, causing the direction of
flow to reverse (Roesner, et a., 1981).

Coliforms are modeled as nonconservative decaying congtituents, and do not interact with other condtituents.
The consarvative condtituents, of course, neither decay nor interact in any way with other congtituents.

The detailed mathematical relationships that describe the individua reactions and interactions are presented in
the User’sManud. Their inclusons would make this document very lengthy and cumbersome. A brief
discussion on the mathematica relationships for phytoplanktonic dgaeisincluded, asthisis one of the
sgnificant improvements over the past available modd.



FigurelV-1
Genera Mode Structure for QUAL-II

Atmospheric
Reaeration
Organic i Benthic
Nitrogen @) >  Demand
X
Ammonia Y » Carbonaceous
Nitrie G BOD ;
E
Nitrate N Organic
Phcfphorus ;
] Disolved
Phosphorus
Chlorophyll A
(Algee) <

.

Source: Vermont, 1982
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The chlorophyll-a concentration in a stream system is assumed to be directly proportiona to the concentration
of phytoplanktonic algd biomass. In QUAL-II, dgd biomassis converted to chlorophyll-a by the smple

relationship:

Chl-a= a,A
where:

Chl-a = Chlorophyll-a concentration, pg/l
A = Algd biomass concentration, mg/l
a = A converson factor — chlorophyll-ato dgaeratio

The growth of agae (chlorophyll-a) is caculated according to the following differentid equation:

dA =UA - pA—s (A)
dt d

where:

A = Algd biomass concentration, mg/l

t =Time, day

u = Theloca specific growth rate of algae which istemperature
dependent, 1/day

Po = Alga degth rate, 1/day

s=Theloca stling rate for dgae, ft/day

d = Average depth, ft

It should be noted that the loca agd growth rate is limited by light and either nitrogen or phosphorus, but not
both. Thus, nutrient/light effects are multiplicative but nutrient/nutrient effects are dternate (Walker, 1981).
The specific expresson used to caculate loca dga growth rates are listed in the User’sManud. In the
QUAL-II model, the “dga respiration rate” controls only the uptake of oxygen by agae, while the “dgd
degth rate’ governs both the changein algd biomass due to endogenous respiration and the conversion of
agd Ptoorganic P. The“agd N to organic N” term represents the conversion of dgal N to organic N.
Algee are assumed to use ammonia and/or nitrate as a source of nitrogen. The effective concentration of

available nitrogen is the sum of both concentrations. The agd growth rate and degth rates are temperature
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dependent. They are corrected within the mode, as are dl other temperature dependent system variables,
according to the procedure explained in the User’s Manudl.

4. Input Data
Thefirgt step in setting up the input data for QUAL-11 isto prepare agraphic representation of the stream

system, Smilar to that shown in Figure V-2 (page 81). The best way to begin thisis to locate the sampling
dations, point source discharges, and stream junctions on USGS topographic maps. Stream miles can then be
computed usng a map whed!.

As shown in Figurel V-2 (page 81), the stream must be divided into reaches. Reaches are stretches of a
stream that exhibit uniform hydraulic characteristics. The reaches are themsdlves divided into computational
elements, which must be the same length throughout the stream system.  The length chosen for the
computationa e ementsis determined by the degree of resolution needed to approximate the processes taking
place in the stream. For example, if the observed dissolved oxygen (DO) concentration goes from saturated
concentrationto critical

concentration and back to saturated concentration over an interval of about five river miles, adegree of

resolution of less than one mile is appropriate (Roesner, et d., 1981).

A sketch should be made of the stream reach configuration and the eements numbered. Each computationa
element is numbered sequentidly, beginning with the uppermost point of the stream and proceeding
downstream. When ajunction is reached, the numbering scheme proceeds from the main stream eement
immediately upstream of the junction, to the uppermost point of the tributary, and continues downstream.
Figure IV-2 (page 81) illudrates this numbering sequence.



FigurelV-2
Sample Reach Network
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Each computationa eement in the stream reach network is classified into eement types. These eement types

provide the location of discharges, withdrawls, tributaries, etc. The seven dement types used in QUAL-II are:

Number Type

1 Headwater source element

Standard eement, incrementd inflow only

Element on main stream immediately upstream of ajunction
Junction ement

Most downstream element

Input element

Withdrawd eement

NOoO ok, WN

Specid attention should be paid to the numbering of dements, particularly a the junctions. The point source
loads are numbered downstream in the order of the elements. Any withdrawls are counted as a point source
load in the numbering scheme. It isimportant that this be done correctly, snce QUAL-II associates the first
wasteload card with thefirst type 6 or 7 dement in the stream configuration. The sameis true of the order of
the headwaters.

For informationa purposes, the following types of input data groups show the complexity and flexibility of the
QUAL-II program. These 12 groups each contain different categories of information that the user must

supply to the program.
Card TypeO Titles
Card Type 1 Control Data
Card Type 1A Mode Parameters
Card Type 2 Reach |dentification
Card Type 3 Flow Augmentation Data
Card Type 4 Computationd Element Hag Fields
Card Type 5 Hydraulic Data
Card Type 6 BOD and DO Reaction Rates
Card Type 6A Algae, N, and P Congtants
Card Type 6B Other Coefficients
Card Type 7 Initid Conditions

Card Type 7A Initid Conditions (continued)
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Card Type 8 Incrementa Runoff Conditions

Card Type 8A Incremental Runoff Conditions (continued)

Card Type 9 Stream Junction Data

Card Type 10 Headwater Sources

Card Type 10A Headwater Sources (continued)

Card Type 11 Point Source Inputs and Withdrawals

Card Type 11A Point Source Inputs and Withdrawa s (continued)
Card Type 12 Dam Reeeration Data

Specific input sequences and formats are presented in the User’sManud. Detailed procedures for calibrating
the rate constants to specific stream conditions are aso presented in the User’s Manua. While running the
program for a specific stream or for cdibrating a segment, the suggested ranges for reaction coefficients are
presented in Table 1V-4 (pages 84-85). These vaues serve as aguide for arun of the QUAL-1I program.
Since the QUAL-II program iswritten in FORTRAN, it is essentid that the input data be in the correct format
for the program to run.



TABLEIV-4
RECOMMENDED RANGES FOR REACTION COEFFICIENTS

FOR QUAL-II
DESCRIPTION UNITS RANGE OF
VALUES
Retio of chlorophyll-ato agae biomass ug Chl-alMg A 10- 100
Fraction of algae biomass that is nitrogen Mg N/MgA 0.07-0.09
Fraction of agae biomass that is phosphorus Mg PIMg A 0.01-0.02
O, Production per unit of aga growth Mg O/Mg A 14-18
O, Uptake per unit of algae respired Mg O/Mg A 16-23
O, Uptake per unit of NH; oxidation Mg O/MgN 3.0-40
O, Uptake per unit of NO, oxidation Mg O/MgN 10-114
Rate congtant for the biologica oxidation of NH; to NO, 1/Day 0.10-1.00
Rate congtant for the biologica oxidation of NO, to NO; 1/Day 0.20-2.00
Rate congant for the hydrolyss of organic-N to anmonia 1/Day 0.02-0.4
Dissolved phosphorus removal reate 1/Day 0.02-0.4
Organic phosphorus sttling rate 1/Day 0.001-0.10
Algd sHtling rate ft/Day 05-6.0
Benthos source rate for phosphorus Mg P/day-ft Highly
Vaidde
Benthos source rate for NH3 Mg N/day-ft Highly
Vaidde
Organic P decay rate 1/Day 0.1-0.7
Carbonaceous deoxygeneration rate constant 1/Day 0.02-34
Reeeration rate constant 1/Day 0.0- 100




RECOMMENDED RANGES FOR REACTION COEFFICIENTS

FOR QUAL-II
- Continued -
DESCRIPTION UNITS RANGE OF
VALUES

Rate of loss of CBOD due to sttling 1/Day -0.36t00.36
Benthic oxygen uptake Mg O/day-ft Highly Vaiadle
Cdliform die-off rate 1/Day 05-40
Maximum agd growth rete 1/Day 1.0-3.0
Algd death rate 1/Day 0.024-0.24
Preferentia NH; uptekefactor | —mmmeee- 0.0-0.9
Alga N to organic N decay rate 1/Day 0.11
Algd respiration rate 1/Day 0.05-0.5
Michadis-Menton haf-saturation condant for light Langleygmin 0.02-0.10
Michadis-Menton haf-saturation constart for nitrogen mg/l 0.01-0.20
Michadis-Menton haf-saturation constant for phosphorus mg/l 0.01-0.05
Non-dgd light extinction coefficient VAt Vaiale
Algd light extinction coefficient (Uft)/(ug Chl-alL) | 0.005-0.02




MODELING DATA SOURCES

The bulk of the work in stream water quaity modeling isthe collection and interpretation of dl available data
describing the stream system to be modeled.  This section describes procedures and data sources that may be
used in stream modeling for wasteload alocations.

Wastewater Discharges

Therequired datafor each discharger conssts of effluent flow rates and effluent characteristics such as
Biochemica Oxygen Demand (BOD), anmonia nitrogen (NHs-N), Dissolved Oxygen (DO) concentrations,
and temperature. The specific location and characteristics of some smaler wastewater discharges are often
unknown and are determined from field investigations or during specid stream surveys. Most wastewater
discharge information is available in the departmentd files

River Miles

Thefirst sep in modding ariver system is determining the locations of dl tributaries, wastewater dischargers,
dams and other criticd pointsdong theriver. Thetotd length of the main channd of the river to be modded
must be established and river miles need to be located such that the location of tributaries, etc., can be
determined to the nearest one-tenth of amile. Often the U.S.G.S. or Corps of Engineers has located river
miles on larger streams, but in some ingtances these river miles are incorrect or do not correspond to the
exigting stream channdl.  Experience has shown thet it is best to Sart from the beginning with the best available
base map and establish river miles by use of appropriate measuring techniques. The best mapsto sart with
are U.S.G.S. topographic maps. These consist of section maps (scae: 1:250,000) and quadrangle maps
(scde 1:24,000). Other maps such as state and county road maps can aso be used to supplement the
U.S.G.S. maps.



Field Reconnaissance

The following data can be collected during specid stream surveys.
1.The precise location of wastewater discharges.

2. Thelocation, condition, height, and type of dams and the nature and gpproximate
length of the pool created by the dam.

3. Approximate river widths a bridge crossngs.
4. Approximate shape of channdl cross sections.

5. Channd characteridics that will ad in determining the channd roughness
coefficients.

The specid stream survey should be performed, if possible, during flow conditions that represent the flows
used in the modeling effort. Stream discharge information during stream surveys may be verified from data
obtained from the U.S.G.S. The siream flow observed during siream surveysis often greater than the 7Qqo.
Data such as river widths need to be extrapolated downward to represent 7Qyo conditions. Shapes of

channd cross sections are an aid in this determination.

River Channd Sopes

After river miles and locations are established, the next step is the determination of river channd dopes.
During low flow conditions it can be assumed that river channel dopes are essentidly the same as the dope of
the water surface. Channel profiles can be used as representative of water surface dopes. In some cases,
profiles of theriver have aready been determined. The U.S. Army Corps of Engineers usudly doesthisas
part of the work conducted prior to proposa or congtruction of flood control reservoirs. Without accurate
profiles, river dopes can be determined from U.S.G.S. contour maps by locating the points where contour
lines cross the river. Stream dopes that are ca culated from contour maps only represent an average vaue
over the distance of the river between contour intervals. U.S.G.S. quadrangle maps (if available) are amore
reliable source of dope data. Often, these are the only sources available and are the best method of dope
determination without an extensive fidd survey.
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River Widths and Roughness Coefficients

River widths and roughness coefficients can be estimated during the field reconnaissance. Roughness
coefficients can aso be estimated using charts and techniques in hydraulic texts and handbooks. For further
discussion, use Open-Channel Hydraulics by Chow, published by McGraw-Hill.

The variation of river widths with discharges can often be determined from dataat U.S.G.S. gauging stetions.
The U.S.G.S. periodically cdibrates each gauge. The results from these cdlibrations are available on U.S.G.S.
form 9-207 and include widths, cross-sectiona area, mean velocities, and discharges. Reasonably accurate
esimations of river widths at the desired discharge can usudly be made with this gauging station information
along the river widths measured during specia stream surveys.

Stream Flow

In the determination of flow conditions throughout the river system to be modeled, dl available data from
U.S.G.S. flow measuring stations as well as flow rates from dl of the wastewater discharges must be obtained.
River flows need to be dlocated among tributary, groundwater, and wastewater inflow sources. The desgn
low flow is used as the modding bas's, and is determined from a statistical analys's of the flow records at each
of the gauging Sationsin theriver system. Desgn low flows have dready been determined for partid and

continuous gauging stations (i.e. lowa Natura Resources Council, Annual and Seasond Low-FHow

Characterigtics of lowa Streams, Bulletin No. 13, 1979). The design low flows at gauging stations must then

be allocated to tributaries based on drainage areas. Tributary drainage areas may be available from existing
publications (i.e. Larimer, O.J., Drainage Aress of 1owa Streams, lowa Highway Research Bulletin No. 7,

1957) or they can be determined from U.S.G.S. contour maps.

A summation of tributary inflows and wastewater discharges often is less than the gauged flow. The difference
isusudly digributed dong the main channd of theriver as auniform inflow in terms of cfs per mile of river
reach length. If the gauged flow isless than the summation of tributary and wastewater inflowsthenitis
possble to dlot auniform outflow from the main river channdl.

Tributary and Groundwater Quality




Vauesfor BOD, NH;z-N, and DO of tributary and groundwaeter inflow are required for sream modeling.
Often, amain tributary to the stream being modeled has also been modded. In this case, the water quality of
the tributary just before discharge into the main stream (as determined by the modedl) isused. If the tributary is
amdl and has several wastewater discharges, hand calculations can be done to determine its water quality just

before entering the main stream.

If the tributary is free of continuous discharging wastewater facilities, water quality has been assumed to be
good. Thetributary water quaity input vauesare: ultimate BOD — 6 mg/l; NHs-N concentrations — 0.0 mg/|
(summer), 0.5 mg/l (fall, winter, and spring); and DO a saturation.

Groundweter is aso noted to be of high quality. The mode input vaues for groundwater are ultimate BOD of
6 mg/l and NHs-N at 0 mg/l. Groundwater DO’s may be quite low depending on how it entersthe stream. I
it is subsurface flow, DO may be closeto zero. A groundwater DO of 2 mg/l is used in wasteload alocation
(WLA) work in lowa.

Rate Congtants
The reaeration rate congtant (K ,) is usudly determined from one of many available predictive formulas. The
congtant primarily used by the Department is based on Tsvoglou’s formula,

Carbonaceous and nitrogenous deoxygenation rate constants are best determined experimentally for a specific
wastewater effluent and/or calibrated for a specific stream. However, when specific values are not available,
“typicd” vaues from smilar streams may be used. In most cases the carbonaceous deoxygenation rate
constant (K1) will not be lessthan 0.2 per day (20°C). Vauesas high as 3.4 per day (20°C) have been
reported in the literature.

Lessinformation is available on the nitrogenous deoxygenation rate congtants or nitrification rates in streams.
Experimental work in Illinois (State of Illinois, Environmental Protection Agency, Guiddinesfor Granting of
Exemptions from Rule 404(C) and 404(F) Effluent Standards, Oct., 1974) determined that the nitrogenous

deoxygenation rate congtant (K ) ranged from 0.25 to 0.37 per day with an average value of 0.29 per day at
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20°C. The current model uses aKy vaue based on stream cdlibration from the modeled stream or Smilar
dsreams. Other rate constants for benthic and algd kinetics are based on cdibration data or literature values.
Specific explanations of these rate congtants are in the User’s Manua for the Modified lowa and QUAL-II
models.

Dams and |mpoundments

The damming of a stream creates specia conditions for water quality modeling. For modding purposes, dams
and the resulting impoundments can be put into one of two classfications.

1. Large damsthat back up rather extensive impoundments. Flow through the
impoundment is not “plug flow” and inflow may be dispersed in avariety of vertica
and horizonta directions.

2. Low-head dams which essentialy make the river channel wider and deeper for a
maximum distance of saverd miles. How through the impoundment is primarily

“plug flow.”
Class 1 dams and impoundments cannot essily be modded to predict water qudity. The modeling effort

should be stopped at the beginning of the impoundment and Sarted again below the dam. Water quality
below the dam can be estimated from knowledge of the size of the impoundment, the method of water
withdrawal, and water quality data from stream surveys. Water taken from the lower levels of an
impoundment during periods of summer dratification may below in DO. If water flows over apillway or an
overflow welr it may be close to the DO saturation point. One can expect the BOD and NH;-N
concentrations in the discharge from large impoundments to be low unless the impoundment is highly
eutrophic.

Class 2 dams and impoundments can be modeled by treating the impoundment as an enlarged or dower
moving reach of theriver. The length of the pool backed up by the dam may be divided into one or more
reaches. Widths can be approximated from field observations. Slopes are taken as the water surface
elevation and are quite smdl, generdly evation drops off no more than afoot over the length of the pooal.

The dams may be treated as areach 0.001 miles or 5.28 feet in length. The dope of this reach then becomes
the dam height divided by 5.28 feet. The only water quaity parameter that is Sgnificantly affected through the

0



dam reach isthe DO. Tgvoglou's reaeration rate constant prediction formula can be used to quite effectively
predict regeration over adam. The equation for change in the DO deficit with timeis:

D,=D,e "
where:

D; = DO ddficit at time, t
D, = DO deficit a time zero
K, = Reagration rate constant

Tdvoglou' s reaeration rate constant predictive equation (neglecting ice conditions) is.

K2 =cDH
t

where:

¢ = Escape coefficient
DH = Changein devationintime, t

Subgtituting into the DO deficit equation one obtains:

D, = D,e ™
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Example

With adam 10 feet high and ¢ = 0.115/ft. theratio of D/D,, is 0.32 or the deficit is 32 percent of the deficit at
time zero. ThisisaDO deficit recovery of 68 percent.

Winter Conditions Sgnificance

Often the most critical period for maintaining water quaity standards is during the winter design low flow
periodsinstead of the summer period. Rates of deoxygenation are greetly reduced at the low temperatures,
but ice cover a0 grestly reduces reseration resulting in DO levels that may be critical. Nitrification is
significantly reduced at freezing temperatures. Consequently, ammonia concentrations may remain devated

over long stream reaches. Some loss of ammonia may occur in stream reaches due to algal uptake.

During winter periods reaeration rates may need to be reduced in proportion to the extent of ice cover. Even
with 100 percent ice cover asmal amount of reaeration undoubtedly takes place. Inthe WLAS, reaeration
rates were reduced in direct proportion to the estimated ice cover. Theice cover factor is assumed to vary in
rel ationship with the amount of heated water in the discharge. The vaues range from 95% ice cover to 0% ice
cover over dams. Research and field investigations are needed on the effects of ice cover on stream
reaeration rates and the extent of ice cover on specific stream reachesin order to more precisaly define the

applicable reduction factor.
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Appendix A

Minimum Protected Flow Policy Statement

The department will use the exception clause in Section 61.2(5) (departmental rules) to develop
wadteload dlocations (WLAS) for dischargers on intermittent and low flow streams. “Exceptions may
be made for intermittent or low flow streams classified as significant resource warm waters or limited
resource warm waters. For these waters, the department may waive the design low flow requirement
and egtablish aminimum flow in lieu thereof. Such waiver shdl be granted only when it has been
determined that the aquatic resources of the receiving waters are of no sgnificance at flows lessthan
the established minimum, and that the continued maintenance of the beneficid uses of the receiving
waters will be ensured. In no event will toxic conditions be alowed to occur in the receiving waters

outside of mixing zones established pursuant to subrule 61.2(4)” (Chapter 61.2(5)).

The department will establish aminimum protected flow for the caculation of WLAS in selected
Significant Resource and Limited Resource streams where it has been determined that the aquatic
resources of the receiving waters are of limited significance at flows less than the established minimum.
The use of minimum protected flows to caculate WLAS on intermittent and low flow streams will
supersede the use of the naturd design low stream flow. Cdculation of WLAswill ill usethe
procedures described previoudy.

Only the Significant Resource and Limited Resource stream segments with anatural design low flow of
less than 2 cfswill be consdered for establishing a protected flow. For the low flow streams, DNR
Fish and Wildlife Divison or Water Resources Section staff members will evauate the fisheries
potentia and other related aguetic organismsin the stream at the naturdl design low flow. The Staff
evaluation of the aguatic resources of low flow streams would place the streams in one of three

categories.
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Category 1. Thefirst stream category would be typicad meandering to channdized streams
with gt to silt/sand beds in which water temperature equaled or exceeded 32°C
during low flow periods. At thislow flow condition, most higher tropic aquatic
life has moved to deeper pools or to the main stream reaches. Thus, aguatic life
for which the design use was considered for would not be present in significance

numbers in the sream.

Category 2: The second stream category would consist of reaches where the background flow
originated largely from spring or bedrock outcrops. Stream beds consst of
sit/sand to sand and gravel. The stream temperature may range between 20° to
32°C with high tropic level aguatic life staying in the stream reach in smdl pools

and underbank cuts.

Category 3: The third stream category would consist of reaches capable of supporting cold
water aguatic organisms. Stream flow originates from springs with water
temperatures less than 20°C. Stream beds consist of sand to sand and gravel.
These stream reaches may be classified as cold water or tributaries to such stream

reaches.

For those stream reaches under the first category, staff will recommend the specific protected flow
leved for each stream reach. This protected flow vaue may range from 1 to 2 cfs of naturd
background flow depending upon the normal aquatic organisms inhabiting the reach. Protected stream
flows higher than 2 cfs would be consdered if unique conditions have limited the norma aguetic
organisms from inhabiting the stream reach at 2 cfs. Such conditions as depth of water, temperature,
velocity, and substrate may be consdered. Department staff will make careful documentation on such
limiting conditions. For the second category streams, a protected flow of 1 cfsor less may be
dlowed. For the third category of streams, no protected flow will be used to calculate the WLA.
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The effluent limitation, including ammonia, for any domestic discharger would be based upon this
protected flow level added to any discharge flow originating from a point source discharger. The
protected flow leve will only be applicable dong downstream reaches until the naturaly occurring
design low flow level is demondirated to be greater than the protected flow level as determined above,
or asignificant source of stream flow entered the reach to support the designated aguatic uses. The
edtablishment of protected flows will not apply to facilities that discharge to High Quality Resource

waters.
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Appendix B

Procedurefor Gathering Site Specific Data:
pH and Temperature Data and Mixing Zone Study for a NPDES Applicant

Wastewater treatment facilities are encouraged to plan ahead when considering any data

gathering effort. Many of these efforts require seasonal data particularly collected during low

stream flow conditions. A time span of several years may be necessary to gather adequate data

during the critical stream flow conditions.

A.

Effluent pH and Temperature Data

Facilities are encouraged to obtain site specific field data of the recelving stream’s pH and
temperature conditions. This datawould be used in place of the statewide default data

used inthe WLA cdculations. Where the discharge isinto ashdlow or marshy areathat has no
clear channel or there are congderable backwater effects from a downsiream dam or river,
information should be obtained on the waterbody and discharge pH and temperature. The
facility can provide information on the actud effluent pH and temperature during various months
to demongtrate that the statewide vaues used by the department were not representative of the
facility and/or the receiving sream. This may help reduce the need for stringent anmonia limits.

Approximately two years of data may be necessary to establish representative Ste specific data.
Discussions between Department staff and the wastewater facility staff should occur before
performing the data collection to establish an acceptable scope of work. Information should be
obtained in asimilar manner to that stated in the Ammonia section (pages 13-16). More
information about collecting pH and temperature is contained in the Ammonia section.
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Simplified Mixing Zone Study
The following are the basic field data requirements for two types of mixing zone (MZ) studies.
Thisfield dataisto be provided by a Nationd Pollutant Discharge Elimination System (NPDES)
gpplicant for recalculation of theloca MZ. The purpose of the recdculation isto more closely
approximate the local MZ using site specific dataingtead of statewide data. Contact should be
made with the department’ s Water Quality Resources Section staff prior to beginning any field

study.

1. Stream Characteristics
It should be noted that the terms low flow and low stream flow are used in the following
discusson. These terms are not synonymous with the design low flow or protected flow. The
facility can provide information on the actud mixing zone characteristics during low stream flow
conditions to demondrate that a grester percentage of the low stream flow is mixing with the
effluent than projected by the Department.

Stream surveys to gather mixing zone data should be collected as near to the design low flow or
protected flow asis normdly feasible during the summer months of theyear. A mixing zone
study should be performed at stream flows not exceeding 3 to 5 times the design low flow or
protected flow. Stream flow conditions closer to the design low flow are desirable for those
locations where normd flows during the year gpproach the design low flow or where the flows
are controlled by impoundments. Thistype of study may help reduce the need for stringent
ammonia (or metals) limits. Severd different field efforts are being consdered in obtaining the
mixing zone information, Vishble Assessment, Dye Injection — Visble Boundary, and Dye

Injection — Huorometric Measurements.
a. Visible Assessment: This procedureisasmple field documentation of the effluent’s

mixing with the stream under low stream flow conditions. Pictures, video, drawings, or a

more detailed map aong with some physical stream data shoud be provided to illustrate
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how the two waters (effluent and recelving stream) are combining. Typicdly, the effluent
can be seen (foam, turbidity, or color differences) to mix with the sream. Some facilities
have added dye to the effluent to facilitate the visble assessment. This gpproach should be
adequate on asmaller, shalow stream. A letter of authorizing the discharge of dye will be
required from the Department before dye can be introduced into the stream.

Severd municipd facilities have seen the effectiveness of this approach. The objectiveisto
demondtrate whether or not the effluent flow is completely mixing with the siream within the
alowed mixing zone length. Therefore, if this approach provides vaid data, the facility
would receive dl of the design low flow or protected flow for waste assmilaion of anmonia
and toxics. With no additiona documentation on the mixing characterigtics in the zone of
initid dilution, default of 5% design low flow will be used for the ZID inthe WLA

caculation.

The visble assessment description should include the following items for a distance of
2000 feet downstream (unless other distance limitation is known to apply) and 200 feet
upstream of the outfal:

(1) Describe the stream bed materids: sand, fine or coarse gravel, mud, or
rock.

(2) Note pools and riffles and areas of uniform depths. Estimate length and number
thereof and the rgpidity of the variations (i.e. gradud, dternating occasondly, or
dternating frequently).

(3) Describe the amount of weed growth and snagsin the sream in terms of negligible
effects on the stream flow to severe effects on the stream flow.

(4) Describe the amount of meandering within the 2000 feet distance.

(5) Describe other features which might effect the MZ such as ddta formation at the
stream mouth, other discharges, perennid springs, €tc.

- A description is needed of the outfdl during alow stream flow period. This should
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include an indication of the discharge flow during the period being described, preferably
with pictures. Describe such things as the size and configuration of splash pools, outfal
height or depth, outfal diameter (if normaly filled during discharging), and/or average
velocity of flow exiting outfall when submerged.

The Department encourages the submission of additiond field data. Thiswould include
at least two cross sections of the stream at low flow, one a an upstream location and one
at the anticipated MZ. Each cross section should include a minimum of 10 depth
measurements (depths taken at least every two feet if stream width islessthan 40 feet
and at least every 5 feet if less than 100 feet, otherwise every 10 feet). Stream velocities
should be provided if the dilution ratio isless than 3:1, one upstream, one &t the
anticipated mixing zone, and one spaced evenly downstream of the outfal and the MZ. If
there are severd pools and riffles, additiona cross sections are needed to provide amore

accurate indication of average depths.

b. Dyelnjection —Visible Boundary Measurements:. The objective of this procedure is

to provide grester accuracy in characterizing the mixing of an effluent with the receiving

dream by using avisble dye injected into the effluent. The following isabrief summary of
the procedures that should be followed:

1

Lay out downstream gtation locations dong shordine a interva of 50', 100", 200',

500', 1000', 1500', and 2000 below the outfall.

Assemble boundary marking floats or stakes. Test stream depth for float line length
and ability to wade.

Run short test of dye introduction into the effluent. The dye introduction is normdly
poured as adug of dye into the effluent & the last manhole or at the outfall.

Run actud dye study and set out markers. Time of travel between stations may aso be
obtained, if desred.
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5. Measure stream flow, (depth, velocity, cross section) at selected downstream sites and
upstream of outfal. It isimportant to determine the amount of flow in the dye plume at
both the MZ and ZID locations. Obtain effluent flow measurement at time of dye
injection.

6. Prepareareport of the findings.

Thiswill take afield crew of three people approximately two daysto complete. The data
assembly and preparation of the report will take severa days. Thisisnot awiddy used type
of sudy, but it is able to provide quantifiable data, particularly on larger waterbodies. The
procedures may be modified if needed for specific stream conditions. Data results need not
show 100% mixing. The key isto perform the study at or near design low stream flow
conditions. Modds are available to project the percentages of mixing obtained during field

flow conditions to design low flow regime.

Dyelnjection - Fluorometric Boundary M easurements. The objective of this
procedure isto provide even greater accuracy in characterizing the mixing of an effluent with
the recaiving stream by using a florescence dye injected into the effluent. Thisisararey
used gpproach asit is more gtaff intensive, but it has provided very quantifiable results.

Thissudy isvery smilar to the Visible Dye effort noted above, however, the actud
measurement of dye concentrations (or collection of water samples for later analyss) will be
made a various locations in the mixing zone. The dye will be fed into the effluent a a
constant rate/concentration over the duration of time required to collect al dye samples.

The collection of dye samples (or measurement of concentrations) will be made acrossthe
stream from the shoreline until a point in the stream where no additiona dye is expected.
The same gation locations will be used starting at the lower location and proceeding
upstream. Stream flow measurements as noted above aso will berequired. Thiswill takea
field crew of three to four people gpproximately two to three daysto complete. The data
assembly, anadys's, and preparation of the report will take severa days.
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2. Use of Mixing Zone Study Results
The Department will use the mixing zone study results to recd culate WQ-based permit
limits. It isimportant to note thet the level of accuracy is greatly improved by providing Ste
gpecific data of the Mixing Zone (and ZID if gpplicable) while il ensuring that the WQS
aremet a any point dong the mixing zone boundary. It is recommended that the Mixing
Zone study be performed prior to NPDES Permit re-issuance. This makes re-issuance less
controversdd. When it is not feasible to complete a Mixing Zone study prior to the permit
re-issuance, the Mixing Zone may be an item of the compliance schedule. The Water
Resources Section can provide the facility with preliminary WQ-Based permit limitsto ad in
evauating the need for Mixing Zone study. 1t is recommended that contact be made with
the Water Resources Section staff to discuss the scope of a mixing zone study and receive

necessary variances if dyeisto be injected into the stream.

C. Ingallation of a Diffuser
Severd facilities have congructed an ingtream diffuser to disperse their effluent across amore
ggnificant portion of the sream. Thisisanartifica meansto increase the mixing zone. Typicaly
75 - 80% of the low stream flow is passed across a diffuser. Severd facilities have desgned
diffusersto force 100% of the low flow acrossthe diffuser. Partidly buried pipe with risers or
rock encased perforated pipe are being used. Severd permits may be required for this type of
gructure. No mixing zone study is needed for the use of adiffuser. However, afollow-up stream

study will be required to demongrate that the diffuser isworking properly.
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Mixing Zone Calculations

The mixing zone (MZ) dispersion model used by the department staff is based upon an equation
obtained from EPA contractors involved with toxics modeling. Thisequationisa’‘Far Fed analytica
solution for mixing in ariver where the discharge is uniformly mixed from top to bottom of theriver.
The origina equation has been adjusted to incorporate a near shore discharge rather than a mid-
channd discharge. The equation used is:

C = Q.Cse’ (1)

((d)(K)
where:

C = Concentration in the river at location x, y, mg/l
C, = Concentration of the discharge, mg/l
o = Discharge flow, cubic feet per second
d = Average stream degpth, ft.
u = Average stream velocity, ft./sec.
x = Digtance downstream from the discharge, ft.
y = Digtance from the discharge side of the shore, ft.
K = (pDyw)”®
J=(-uy?) / (4Dy¥)
Dy = The laterdl dispersion, square feet per second

The laterd digpersion isfound from the equation:
Dy = (a)(d)(w) )

where:

a = A proportiondity variable which varieswith the stream. Itis
normally about 0.6 + 0.2, but it can vary from avaue of 0.1,
which has been found in experimenta plumes, to larger than 0.8,
which has been found in naturdl channds. For mogt riversin lowait
is expected to be larger than 0.4, and will normally be assumed to be
0.6.

W = The shear velodity = (L/8fL?)° €)
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f = The Fanning or Darcy-Weisbach friction factor, which can be found
from diagramsin various references. Note: To facilitate the
development of wasteload dlocations, an approximation for f was
developed. The developed equation is not accurate for f at all
Reynold’ s numbers or (e/d)’'s. The equétion is:

f = (4)(0.01895)(e/d)’* + 0.001701 4

e = Isthe sze of the roughness of the channel. An equation was
developed from limited experimental data which indicated reasonable
fit to an equationfor:

(e/d) = 1/(L + 0.001)(Q; + 2.6) (5)
L = (15,000 “3(Q.)

Q: = River flow rate, cfs

Equation (1) is solved for C a varying locations (X, y) and rounded to five decima places. They
locations where C equals zero are then taken to be the width of the plume. Theflow in the plume &
that point is calculated to be the plume width times the average river depth times the average river
veodity.

The acute and chronic wasteload alocations (WLAS) are determined using the flow inthe MZ or
Zone of Initid Dilution (ZID) from the previous criteria, the discharge flow, the background
concentration, and the water quality standard. The equation for the WLA is.

Co = [Cs (Qb + Qo) - Qbe] / Qo (6)
where:

Co=WLA

C, = The acute or chronic water quaity standard
Qp = Stream flow inthe MZ or ZID

Q. = Discharge flow

Cy, = The background concentration

B-11



B-12



Inputs Into the Mixing Zone Caculaions

Development of the flow, width, average depth, and average velocity vaues used in the above
equations is devel oped either from a separate set of equations or from actud fidd data. Wherea
cross section of the river and flow rate is known at or close to the point of discharge, the field cross
section and velocities are used dong with dopes from U.S.G.S. topographic maps to determine
Manning's“n” for theriver a that flow. (If dopeis measured in the fidd this may improve the qudity
of the information from these equations since sgnificant differences in dope from the topographic map
may occur). The equations used are:

Qr = (W)(d)(u) (7)
where:

W = Width of river

d=W/ (W/d) )
where:

(W/d) = A ratio determined from the field data

rH = Hydraulic radius = (W)(d) / (2W) + (2d) 9

Note: The hydraulic radiusis actualy aratio of the area of stream
cross section to the wetted perimeter of the stream.
Improvements in the equation used to obtain the hydraulic
radius will probably improve the quaity of the information
from this set of equations. The above equation is based on
the hydraulic radius for arectangle (Perry’ s Chemical
Engineers Handbook 4™ Edition, pages 5-20).

u = (149 /n)(ry %*)(S°9) (10)
where:
n=Manning'sn

S=Sope
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The Manning's n and (W/d) ratio determined from the above equations are then adjusted to the design

low flow (dIf) using:

it = (Norig) (Qr / Qaie) (11)

(Wid)n = (WId)orig(Qr / Qar(d/e) (12)

where:

da = The average depth without the first and last reading in the cross
section

These are then used with the above equations to determine the average vel ocity and average depth of
the river a the design low flow. A line can then be plotted across the previous cross section to
represent the new surface level. The new surface leve isfound by subtracting the new average depth
from the old average depth. The method used has normally shown less than 10 percent difference
between the length of the new line representing the new surface width and the caculated width of the
river obtained using equation (7).

Where no fidd information exidts, it is difficult to predict the width, depth, and velocity of ariver. The

department will normdly adjust W, (W/d), and n to predict awidth, depth, and velocity using equation
(7), (9), and (10) to provide arange of acceptable numbers.
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Appendix C
lowa Permit Derivation M ethods

Definition of Variables

WLA, = Acute Wasteload Allocation
WLA. = Chronic Wasteload Allocation
CV = Coefficient of Variation

n = Sampling Frequency

MDL = Maximum Daily Limit

AML = Average Monthly Limit

Statistical-Based Procedure:

The modified 1991 EPA Technical Support Document (TSD) methodology is adapted for the lowa
statistical-based procedure to derive the permit limits from the wasteload alocations. The following
section describes the different procedures used to derive the permit limits for ammonia and toxics.

1. Ammonia

MDL =WLA,
If WLA; < WLA, AML =WLA,
Otherwise, AML = MDL = WLA,

2. Toxics

Firgt, atreatment performance level (LTA and CV) needsto be determined to adlow the effluent to
meet the WLA requirement. Where two requirements are specified based on different duration
periods (i.e., WLA, and the WLA,), two performance levels are caculated.

The LTA, is determined by the following equation:
LTA, =WLA ebss* 2]

where s2 =In(CV?2 +1)
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The LTA. isdetermined by the following equation:
For 4-day chronic averaging period (i.e., for toxics):

LTA, = WLA et 2]

where s2 =In(CV? /4+1)

Thez valuefor the LTAsisbased on a 0.01 probability basis, i.e. the 99" per centile level,
with a value of 2.326. The default CV valueis 0.6 unless applicable datais provided by the

wastewater treatment facility.

Next, permit limits are derived directly from the corresponding LTA vaue; in other words, the MDL is
caculated from LTA, and the AML is caculaed from the LTA..

The MDL is caculated by the following equation:

MDL = LTAeks0557)

where s? = In(CV2 +1)
The z value for MDL is based on a0.01 probability basis, i.e. the 99" percentile level, with avaue of
2.326.

The AML is cdculated using the equation:

AML = LTAglm:-0ss%]

where s? = In(CV2 /n +1)
The z value for AML is based on a0.01 probability basis, i.e. the 99™ percentile level, with avalue of
2.326. The monitoring frequency (n) will follow the requirements noted in the department’ srule,
Chapter 63. However, the n value used to caculate the AML should always be greater or equd to

4/month to guarantee meeting the criterion.

If the above caculated AML is greater than the MDL, set AML = MDL.
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